
Datový list 8WH2000-0CJ07

svorka, pružinová svorka, PE/PEN svorka, 10mm², zelenožlutá

Verze

Název značky produktu SENTRON
označení produktu Řadové svorky
provedení produktu průchozí svorka PE

Obecné technické údaje

izolační materiál vyrovnání potenciálu
rozteč kontaktů svorkovnice 10,2 mm

Třída ochrany

třída hořlavosti podle UL 94 V0
Vzhled

barva zelená-žlutá
Podrobnosti o produktu

výbava produktu funkce PEN Ne
součást produktu nezbytná uzavírací deska Ano

číslo

počet úrovní sevření 1
počet spojů na jednu úroveň sevření 2

Připojení

délka odizolování 10 mm
připojitelný průřez vodiče jednokabelový

● minimální 0,2 mm²
● maximální 16 mm²

připojitelný průřez vodiče vícedrátový
● minimální 10 mm²
● maximální 0,2 mm²

připojitelný průřez vodiče s jemnými drátky
● s koncovým zpracováním žil minimální 0,25 mm²
● s koncovým zpracováním žil maximální 10 mm²
● bez koncového zpracování žil minimální 0,2 mm²
● bez koncového zpracování žil maximální 10 mm²

provedení přípojky 1 pružinová svorka
provedení přípojky 2 pružinová svorka
poloha připojovací svorky nahoře

Mechanická konstrukce

výška 71,34 mm
výška u způsobu montáže v nejnižší poloze 50,5 mm
hloubka 49,56 mm
délka 71,5 mm
způsob upevnění montážní lišta TH35
Netto hmotnost na MJ 34 g
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materiál izolačního tělesa ostatní
Podmínky prostředí

okolní teplota během provozu
● minimální 105 °C
● maximální 105 °C

Aprobace Certifikáty

General Product Approval Maritime application

Confirmation

other Environment

Miscellaneous Confirmation Environmental Con-
firmations

Environmental Con-
firmations

Další informace
Informace o balení
Informace o balení
Information for data generation and storage
https://support.industry.siemens.com/cs/ww/en/view/109995012
Information- and Downloadcenter (Catalogs, Brochures,…)
https://www.siemens.com/lowvoltage/catalogs
Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=8WH2000-0CJ07
Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/cz/ps/8WH2000-0CJ07
Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
https://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8WH2000-0CJ07
CAx-Online-Generator
https://www.siemens.com/cax
Tender specifications
https://www.siemens.com/specifications
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https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=439&ci=460&cao=549
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=439&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=439&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=447&ci=5727&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=447&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=447&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=5669&ci=498&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=5669&ci=498&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=5669&ci=498&cao=591
https://support.industry.siemens.com/cs/WW/cs/ps/8WH2000-0CJ07/Certificate?ct=5669&ci=498&cao=591
Informace o�balen�
https://support.industry.siemens.com/cs/ww/en/view/109995012
https://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=8WH2000-0CJ07
https://support.industry.siemens.com/cs/ww/cz/ps/8WH2000-0CJ07
https://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8WH2000-0CJ07
https://www.siemens.com/cax
https://www.siemens.com/specifications
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Poslední změna: 18.10.2025
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_69663
https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=8WH20000CJ07&lang=cs,XX
https://support.industry.siemens.com/cs/ww/cs/pv/8WH20000CJ07
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