
E290-16-10/230 Electromechanical Latching
Relay

E290-16-10/230
Detaily produktu

Obecné informace

Typ: E290-16-10/230

Id výrobku: 2TAZ312000R2011

EAN: 7612270939602

Katalogový popis: E290-16-10/230 Electromechanical Latching Relay

Detailní popis: Latching relays are electromagnetically operated devices. The E290 range from ABB can 
be used to realise a simple, energy saving and efficient lighting control system. These 
devices are mainly used in private houses, factory premises and commercial and public 
buildings as well as in industrial plants. As a rule, latching relays controlled by means of 
impulse buttons are installed where it is necessary for lighting to be operated from at 
least three different places. Each time a command is initiated (by means of an impulse 
button), an electrical pulse is applied to the coil of the latching relay. The coil in the 
device is briefly energised and activated. That short pulse to the coil leads to the 
mechanical latch of the internal main contacts. The internal switching mechanism 
enables us to achieve a safe and reliable interlock (in the same way as a ballpoint pen). 
Each pulse that is sent to the magnetic coil system switches the device to its previous 
position where it is held mechanically until the next control pulse is received. The 
devices are designed for rated currents 16 and 32A. Through the combinable 
accessories the main modules can be used in nearly all market applications.

Display Name: E290-16-10/230
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Technické údaje

Funkce: Mechanical latching relay

Jmenovité napětí řídicího obvodu (Uc): 230 V AC
110 V DC

Počet hlavních rozpínacích (NC) kontaktů: 0

Počet hlavních spínacích (NO) kontaktů: 1

Počet pomocných rozpínacích kontaktů 
(SPDT):

0

Počet pomocných spínacích kontaktů, s 
prodlevou:

0

Zvuková hladina dB (A): (@distance 1 m) 60 dB

Utahovací moment: 1.2 - 1.5 N·m

Response Time: <3 ms

Impulse Duration: Minimum 50 ms

Contact Type: Normally Open (NO)

Příkon cívky: Control Voltage V AC 230 V AC
0.062 A
Control Voltage V DC 110 V DC
Average Pull-in Value 50 Hz 0.057 A

Připojovací schopnost: Solid 1 x 1 ... 10 mm²
Flexible 2 x 2.5 mm²
Flexible with Cable End 1 x 0.75 ... 6 mm²
Flexible with Cable Lug 1 x 0.75 ... 6 mm²

Electrical

Napájecí napětí: 207 ... 253 V AC

Jmenovité izolační napětí (Ui): 230 V AC
110 V DC

Jmenovité napájecí napětí (Us): 250 V AC

Jmenovité impulzní výdržné napětí (Uimp
):

4 kV

Druh vstupního napětí: AC

Jmenovitý proud (In): 16 A

Jmenovitý proud, hlavní vypínač: 16 A

Maximum Switching Current: cos phi = 0.6 16 A

Frekvence (f): Control Voltage 1 50 Hz

Jmenovitá frekvence (f): 50 Hz

Výkonová ztráta: Total 0.32 W

Number of Contacts NO: 1

Design

RAL Number: RAL 7035 - Light Grey

Barva: Grey
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Material Compliance

Informace RoHS: 9AKK108472A5566

Stav RoHS: Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019

Datum RoHS: 20260417

REACH Declaration: 2CCC005047D0201

REACH Information: False - does not contain substances > 0.1 mass percentage

REACH Date: 20260414

Conflict Minerals Reporting Template 
(CMRT):

9AKK108468A3363

Kategorie WEEE: 5. Small Equipment (No External Dimension More Than 50 cm)

WEEE B2C / B2B: Business To Consumer

Údaje vnějšího prostředí

Teplota okolního vzduchu: Operation -25...+55 °C
Storage -40...+70 °C

Environmentální informace: 2CCC441012D0202

Climate Class Reference Standard: IEC 60068-2-2 - Deals with dry heat tests applicable both to heat-dissipating and non 
heat-dissipating specimens
IEC 60068-2-30 - Determines the suitability of components, equipment or other articles 
for use, transportation and storage under conditions of high humidity - combined with 
cyclic temperature changes and, in general, producing condensation on the surface of 
the specimen.
IEC 60068-2-1 - Deals with cold tests applicable to both non heat-dissipating and heat-
dissipating specimens

Rozměry

Šířka v počtu modulů: 1

Čistá šířka výrobku: 18 mm

Čistá výška výrobku: 85 mm

Čistá hloubka výrobku: 62 mm

Čistá hmotnost výrobku: 114 g

Instalační hloubka (t2): 68 mm

Rozměrový diagram: 9AKK107992A6188

Objednací údaje

Úroveň balení 1, jednotky: box 10 piece

Úroveň balení 1, hrubá hmotnost: 1216 g

E-Number (Finland): 2712535

E-Number (Norway): 1404002

E-Number (Sweden): 4001186
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Certifikáty a prohlášení (Čísla dokumentů)

Prohlášení o shodě - CE: 2CCC005102D0201

Declaration of Conformity - UKCA: 9AKK108467A6139

Certifikát VDE: VDE E29x_40040851

Installation

Pokyny a příručky: 2CCC441005M0801

Typ upevnění: DIN-Rail

Montážní poloha: Any

Dokumenty ke stažení

List s údaji, technické informace: 2CCC441020C0201

Externí klasifikace a standardy

ETIM 9: EC000188 - Latching relay

ETIM 10: EC000188 - Latching relay

UNSPSC: 39122317

Trída eClass: V11.0 : 27142306

IDEA Granular Category Code (IGCC): 5351 >> Latching relay

Klasifikační kód objektu: K

Normy: IEC/EN 60669-1
IEC/EN 60669-2-2

Kategorie

Produkty > Přístroje a rozváděče nízkého napětí > Modulární přístroje pro montáž na lištu DIN > Command and Signalling Devices >
Latching Relays
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