Technicky list

Specifikace

PrismaSet zapusténa 144M (6x24)

bilé dv.

LVSXN624
Zakladni popis
fada PrismaSeT
oznaceni vyrobku XS
typ produktu nebo soucasti Rozvadéc

typ rozvadéce

Distribu¢ni rozvadécé

montaz rozvodnice

Doplnky

Zapusténa

Sifka Celkovy: 610 mm
Zabudovany: 570 mm

vyska Celkovy: 1110 mm
Zabudovany: 1080 mm

hloubka Celkovy : 151 mm

Zabudovany : 96 mm

vnitrni hloubka 80 mm
pocet 18 mm modultl na fadu 24
pocet horizontalnich rad 6
celkovy pocet 18 mm moduld 144
rozte¢ 9 mm 288
trida elektrické izolace Ttida Il

Soucast vyrobku

Identifikacni Stitek 6

Kryt stitku 6

Svorkovnici 2

Pas zaslepovaci desky 2
Dvere 1

Lista DIN 6
Cable fixing hardware 5
Back plate 1

typ celni desky Modularni

typ dveri Plné

typ listy Symetricka DIN

popis montazni desky

Bez montazniho panelu

vyjimatelné dily Lista DIN
ztratovy vykon (W) 156 W
[In] jmenovity proud 125 A
[Ui] jmenovité izolaéni napéti 400 V
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Pravni omezeni: Tato dokumentace neni uréena jako nahrada a nesmi se pouzivat k uréeni vhodnosti nebo spolehlivosti téchto produktti pro specifické uzivatelské aplikace.



Kabelovy vstup

Kabel nebo trubka
Desky s vyfezem
Vyjimatelné desky

pocet svorkovnic

1 zemni s 72 vyvody
1 nulova s 84 vyvody

vystupy z distribuéniho bloku

9 x 25 mm? + 63 x 4 mm? pro zemni
6 x (3 x 25 mm? + 11 x 4 mm?) pro nulova

pFipojeni - svorky

Sroubové svorky (zemni) , 9 x 6...25 mm?

Nasuvny (zemni) , 63 x 1,5...4 mm? (ohebny)
Nasuvny (zemni) , 63 x 6 mm? (tuhé nebo splétané)
Sroubové svorky (nulova) , 18 x 6...25 mm?
Nasuvny (nulovd) , 66 x 1,5...4 mm? (ohebny)
Nasuvny (nulovd) , 66 x 6 mm? (tuhé nebo splétané)

popis voleb pro uzamknuti

Volitelné zamek na kli¢

material rozvadéce

Zadni dil: technoplastic and metal
Rozvadéc: technoplast

Front plate: technoplast

Dvefre: kov

hmotnost pristroje

25,530 kg

barva

Rozvadéc: bila (RAL 9003)
Front plate: bila (RAL 9003)
Dvetre: bila (RAL 9003)

segment trhu

Prostredi

Rezidenéni
Malé budovy

pozarni odolnost

Back plate: 850 °C podle IEC 60695-2-11
Rozvadéc: 750 °C podle IEC 60695-2-11
Front plate: 750 °C

stupen kryti IP

IP40 with closed door

stupen ochrany IK

IK09 with closed door

kategorie prepéti

provozni teplota -25...60 °C

Normy IEC 60670-1
IEC 60670-24

znacky kvality IMQ

Jednotky baleni

Typ baleni 1 PCE

Pocet jednotek v baleni 1

Vyska baleni 1 22,000 cm

Sitka baleni 1 63,600 cm

Délka baleni 1 113,800 cm

Hmotnost baleni (libry) 22,960 kg

Typ baleni 2 P12

Pocet jednotek v baleni 2 5

Vyska baleni 2 120,000 cm

Sitka baleni 2 80,000 cm

Délka baleni 2 120,000 cm

Hmotnost baleni 2 126,800 kg
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Zarucni lhata

Zaruka (v mésicich) 18
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'- Environmental Data

Spole¢nost Schneider Electric si klade za cil dosahnout do roku 2050 nulového stavu diky partnerstvi v dodavatelském fetézci,

materialim s mensim dopadem a obéznosti prostfednictvim nasi pokracujici kampané "Use Better, Use Longer, Use Again" s cilem

prodlouzit Zivotnost a recyklovatelnost produktu.

Vysvétleni Environmental Data >

Jak hodnotime udrzitelnost produkt(i >

@ environmentalni stopa
Celkova uhlikova stopa Zivotniho cyklu
Uhlikova stopa vyrobni faze [A1 az A3]
Uhlikova stopa distribuéni faze [A4]
Uhlikova stopa instalacni faze [A5]
Uhlikova stopa faze pouzivani [B2, B3, B4, B6]
Uhlikova stopa faze konce Zivotnosti [C1 az C4]

Informace o Zivotnim prostredi

Use Better

155 kg CO2 eq.

112 kg CO2 eq.

4 kg CO2 eq.

0.3 kg CO2 eq.

0 kg CO2 eq.

38 kg CO2 eq.

Environmentalni profil produktu

< Materialy a obaly
Primérné procento obsahu recyklovanych plasti
Baleni s karténovym obalem
Obal bez plastu
Smeérnice EU o omezeni pouzivani nebezpecénych latek
Nafizeni REACh

bez PVC

Use Longer

21 %

Ano

Ne

Vyhovuje

Odkaz neobsahuje SVHC nad mezni hodnotou

Ano

® Prodlouzeni zivotnosti

Oprava

Use Again

© Pfebaleni a opétovna vyroba
Recyklovatelny potencial v %
Zivotni cyklus

Zpétny odbér

59

Nevyzaduiji se Zadné specialni recyklacni operace

Ano

15. 6. 2026


https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2506006EN
https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2506006EN
https://download.se.com/files?p_Doc_Ref=LVSXN624_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=LVSXN624_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=LVSXN624_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=LVSXN624_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29

Technicky list

Offer Marketing lllustration

Product benefits / Features

LVSXN624

Technical Benefits
PrismaSeT XS Features

Attractive design
and full durability

Wide range of
distribution blocks
included or available as
accessones

Provides better
flexibility to the
customer
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Simplicity of
installation

Enhanced ergonomics
for electricians
and installers

O

Full compatibility
with DIN
products

Scléneider

Electric
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