Technicky list

Specifikace

MinistykaC, TeSys K,

4P(2NO+2NC), AC-1440V 20A, 42V

AC civka

LC1K09008D7
Zakladni popis
fada TeSys
typ produktu nebo soucasti Stykac
Kratky nazev zatizeni LC1K
pouziti zafizeni Ovladani

pouziti stykace

Doplnky

Odporova zatéz

kategorie pouziti AC-1
popis polt 4P
slozeni silovych kontaktd pélu 2Z+2V

[Ue] jmenovité pracovni napéti

Vykonovy obvod: <= 690 V AC <= 400 Hz
Signaliza¢ni obvod: <= 690 V AC <= 400 Hz

[le] jmenovity pracovni proud

20 A (at <60 °C) at <= 690 V AC AC-1 for vykonovy obvod

typ ovladaciho obvodu

AC pfi 50/60 Hz

[Uc] napéti ovladaciho obvodu

42V AC 50/60 Hz

[Uimp] jmenovité impulzni
vydrzné napéti

8 kv

kategorie prepéti

[Ith] jmenovity tepelny proud

20 A (at 60 °C) for vykonovy obvod
10 A (at 50 °C) for signaliza¢ni obvod

Irms jmen.zapinaci proud

110 A AC for vykonovy obvod conforming to IEC 60947

jmenovita vypinaci schopnost

110 A at 220...230 V conforming to IEC 60947
110 A at 380...400 V conforming to IEC 60947
110 A at 415 V conforming to IEC 60947

110 A at 440 V conforming to IEC 60947

80 A at 500 V conforming to IEC 60947

70 A at 660...690 V conforming to IEC 60947

[lcw] jmenovity kratkodoby
vydrzny proud

90 A 50 °C - 1 s for vykonovy obvod

85 A 50 °C - 5 s for vykonovy obvod

80 A 50 °C - 10 s for vykonovy obvod

60 A 50 °C - 30 s for vykonovy obvod

45 A 50 °C - 1 min for vykonovy obvod

40 A 50 °C - 3 min for vykonovy obvod

20 A 50 °C - >= 15 min for vykonovy obvod

jmenovity proud pojistky

25 A gG at <= 440 V for vykonovy obvod
25 A aM for vykonovy obvod

primérna impedance

3 mQ - Ith 20 A 50 Hz for vykonovy obvod

[Ui] jmenovité izolaéni napéti
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Vykonovy obvod: 600 V podle UL 508
Vykonovy obvod: 690 V podle IEC 60947-4-1
Vykonovy obvod: 600 V podle CSA C22.2 ¢. 14
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Pravni omezeni: Tato dokumentace neni uréena jako nahrada a nesmi se pouzivat k uréeni vhodnosti nebo spolehlivosti téchto produktti pro specifické uzivatelské aplikace.



spotieba pri pFitahu (VA)

30 VA (at 20 °C)

pridrzny prikon ve VA

4,5 VA (at 20 °C)

tepelné ztraty

1,3W

meze napéti ovl. obvodu

Provozni: 0,8...1,15 Uc (at <50 °C)
Odpadnuti: >= 0,20 Uc (at <50 °C)

pripojeni - svorky

Sroubové svorky 1 kabel(y,
Sroubové svorky 1 kabel(y

(y) 1,5...4 mm?pevny

(
Sroubové svorky 1 kabel(y,

(

(

(

0,75...4 mm2ohebny bez kabelové koncovky
0,34...2,5 mm2ohebny s kabelovou koncovkou
1,5...4 mm?pevny

0,75...4 mm?ohebny bez kabelové koncovky
0,34...1,5 mm2ohebny s kabelovou koncovkou

Sroubové svorky 2 kabel(y,
Sroubové svorky 2 kabel(y!
Sroubové svorky 2 kabel(y,

maximalni provozni rychlost

3600 cyk/h

provedeni civky

Bez vestavéného odrusovaciho modulu

frekvence signalizaéniho obvodu <= 400 Hz
upevnéni Lista
Deska

kroutici moment

0,8...1,3 N.m - na Sroubové svorky Philips €. 2
0,8...1,3 N.m - na Sroubové svorky plochy @ 6 mm
0,8...1,3 N.m - na Sroubové svorky pozidriv No 2

provozni doba

10...20 ms vypnuti napajeni civky a rozpojeni 1Z
10...20 ms zapnuti napajeni civky a sepnuti 1Z
15...25 ms vypnuti napéjeni civky a sepnuti 1V
5...15 ms zapnuti napajeni civky a rozpojeni 1V

uroven bezpecénosti a
spolehlivosti

B10d = 1369863 cykly stykac s jmenovitym zatizenim podle EN/ISO 13849-1
B10d = 20000000 cykly styka¢ s mechanickym zatizenim podle EN/ISO 13849-1

mechanicka Zivotnost

10 Mcykld

elektricka Zivotnost

0,16 Mcykl( 20 A AC-1 pfi Ue <= 690 V

mechanicka robustnost

Razy stykac¢ sepnut, na ose X: 10 Gn po dobu 11 ms podle IEC 60068-2-27
Razy stykac¢ sepnut, na ose Y: 15 Gn po dobu 11 ms podle IEC 60068-2-27
Razy stykac sepnut, na ose Z: 15 Gn po dobu 11 ms podle IEC 60068-2-27
Razy stykac¢ vypnut, na ose X: 6 Gn po dobu 11 ms podle IEC 60068-2-27
Razy stykac¢ vypnut, na ose Y: 10 Gn po dobu 11 ms podle IEC 60068-2-27
Razy stykac vypnut, na ose Z: 10 Gn po dobu 11 ms podle IEC 60068-2-27
Vibrace styka¢ sepnut: 4 Gn, 5...300 Hz podle IEC 60068-2-6

Vibrace styka¢ vypnut: 2 Gn, 5...300 Hz podle IEC 60068-2-6

vyska 58 mm
Sirka 45 mm
hloubka 57 mm
hmotnost pristroje 0,18 kg

Prostredi

standardy

EN/IEC 60947-4-1

GB /T 14048.4

UL 60947-4-1

CSA C22.2 No 60947-4-1
JIS C8201-4-1

IEC 60335-1:Clause 30.2
IEC 60335-2-40:Annex JJ
UL 60335-2-40:Annex JJ

certifikace vyrobku

Schéma CB
ccc

UL

CSA

EAC

CE

UKCA

stupen kryti IP

IP2x podle VDE 0106

Scfénelder

Electric

14. 4. 2026



Pouziti ochrany

TC podle IEC 60068
TC podle DIN 50016

teplota okoli pro uskladnéni

-50...80 °C

pracovni nadmorska vyska

2000 m ne

odolny proti pusobeni plamene

Jednotky baleni

V1 podle UL 94
PoZadavek 2 podle NF F 16-101
Pozadavek 2 podle NF F 16-102

Typ baleni 1 PCE
Pocet jednotek v baleni 1
Vyska baleni 1 4,8 cm
Sifka baleni 1 6,5cm
Délka baleni 1 6,5cm
Hmotnost baleni (libry) 179,0g
Typ baleni 2 S02
Pocet jednotek v baleni 2 50
Vyska baleni 2 15,0 cm
Sitka baleni 2 30,0 cm
Délka baleni 2 40,0 cm
Hmotnost baleni 2 9,372 kg
Zaruéni lhata

Zaruka (v mésicich) 18
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Y .
'. Environmental Data

Spole¢nost Schneider Electric si klade za cil dosahnout do roku 2050 nulového stavu diky partnerstvi v dodavatelském fetézci,

materialim s mensim dopadem a obéznosti prostfednictvim nasi pokracujici kampané "Use Better, Use Longer, Use Again" s cilem

prodlouzit Zivotnost a recyklovatelnost produktu.

Vysvétleni Environmental Data >

Jak hodnotime udrzitelnost produkt(i >

@ environmentalni stopa
Celkova uhlikova stopa Zivotniho cyklu
Uhlikova stopa vyrobni faze [A1 az A3]
Uhlikova stopa distribuéni faze [A4]
Uhlikova stopa instalacni faze [A5]
Uhlikova stopa faze pouzivani [B2, B3, B4, B6]
Uhlikova stopa faze konce Zivotnosti [C1 az C4]

Informace o Zivotnim prostredi

Use Better

50 kg CO2 eq.

0.9 kg CO2 eq.

0.4 kg CO2 eq.

0 kg CO2 eq.

49 kg CO2 eq.

0.3 kg CO2 eq.

Environmentalni profil produktu

< Materialy a obaly
Baleni s karténovym obalem
Obal bez plastu
Smérnice EU o omezeni pouzivani nebezpecnych latek

Nafizeni REACh

Use Longer

Vyhovuje

Odkaz neobsahuje SVHC nad mezni hodnotou

® Prodlouzeni zivotnosti

Oprava Ne
Use Again
U Piebaleni a opétovna vyroba

Recyklovatelny potencial v % 63

Zivotni cyklus

Zpétny odbér

WEEE stitek

4 Life Is ®n Scléngider 14. 4. 2026

Informace o ukonceni Zivotnosti

NE

Na trzich Evropské unie musi byt produkt likvidovan podle
pokynl pro zvlastni sbér odpadu a nikdy se nesmi
vyhazovat do odpadkovych kosu.

Electric


https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1503003EN
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1503003EN
https://download.schneider-electric.com/files?p_Doc_Ref=LC1K09008D7_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.schneider-electric.com/files?p_Doc_Ref=LC1K09008D7_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.schneider-electric.com/files?p_Doc_Ref=LC1K09008D7_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.schneider-electric.com/files?p_Doc_Ref=LC1K09008D7_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1503003
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1503003
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Offer Marketing lllustration

Product benefits / Features

TeSys K

Contactors

Flexibility

Designed with control voltages, low consumption, minimal noise
levels, robust power connections, and a range of auxilaries,
and application-specific variants to meet diverse needs.

Safety

It provide ultimate protection with IP20 finger-
safe terminals, built-in NONC audliary contacts,
and IEC-certified mirror and mechanically linked
conlacts for safety apphcations.

Compact size

Up to 50% less volume is caplured
in your panels. One of he smallest
contactors offerings in the market
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Offer Marketing lllustration

Product benefits / Features

TeSys K

Technical Benefits

| Built-in in all 3 pole versions: 1NO or INC
I Up to 4 more by add.on blocks

Up to 16 A for motor control (AC3/ AC3E)
and 20A for resistive load control (AC1)

Available as single comactors, star-delta,
and reversing combos, with a wealth of
oplions and accessones

Control Options:
+ AC: 24 to 660690 V. standard or low-noise
versions
« DC: 12 to 250V, standard or low
consumption (1.8 W) versions

Thermal protection relays

It Features specific versions for radtway (TeSys
$207) and electrodomestic (TeSys S335)
appications
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Technical lllustration

Assembly's dimensions

28

cccccc

14. 4. 2026



	Technický list

