L1 legrand’

Podrobnosti o produktu

Caractéristiques techniques

Barva

Cislo RAL (podobné)
Se sklopnym vikem
S textovym polem
Uzamykatelné
Rozméry

Sitka zafizeni

Vyska zafizeni

Hloubka zafizeni

Dokumentace

Sedé

7040

Ano

Ne

Ne

Ctvercové 70 mm / &tvercové 70 mm
70.5 mm

70.5 mm

25 mm

Technicka dokumentace

E  F03590EN-01.pdf | PDF (0.8Mo)

Certifikaty

M mmMmM @M @

OC / CB-FR_722435 | (1.07Mo)
AENOR-030/002621 | (0.71Mo)
VDE-40057978 | (1.18Mo)

NF App Domestic-NF012_3249/M1 | (0.67Mo)
NF App Domestic-NF012_3294/A2 | (0.74Mo)

OC / CB-FR_715726 | (0.74Mo)
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NOVE PLEXO IP55 ADAPTER MOSAIC S
PRUHLEDNYM KRYTEM SEDY POUZE PRISTROJ

REF. 069580L | 069580L | EAN. 3414971879362

> Strdnka s podrobnostmi o produktu

R4azova pevnost

Stupen kryti (IP)

Provozni teplota

Max. teplota skladovanf

Bez halogenti

Antibakteridlni Gprava

Textové pole/popisovaci plocha

Zplsob montaze

2D / 3D objekty

Nevztahuje se
Nevztahuje se
-10-40 °C
-25-60 °C
Ano

Ne

Ne

Ostatni

3D_LG-069580L.stp | IFC (1.36Mo)


https://www.legrand.cz/cs/katalog/produkty/nove-plexo-ip55-adapter-mosaic-s-pruhlednym-krytem-sedy-pouze-pristroj-069580l
https://www.legrand.cz/cs/katalog/produkty/nove-plexo-ip55-adapter-mosaic-s-pruhlednym-krytem-sedy-pouze-pristroj-069580l
https://assets.legrand.com/pim/NP-FT-GT/F03590EN-01.pdf
https://assets.legrand.com/pim/AUTRE/3D_LG-069580L.stp
https://assets.legrand.com/pim/Certif/LGHBBMTMSC.PDF
https://assets.legrand.com/pim/Certif/LGYKFOWWFQ.PDF
https://assets.legrand.com/pim/Certif/LGHMIUYZOW.PDF
https://assets.legrand.com/pim/Certif/LGSCIVJPMP.PDF
https://assets.legrand.com/pim/Certif/LGTCRRIDLV.PDF
https://assets.legrand.com/pim/Certif/LGTTQSWBSM.PDF
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