SIEMENS

Datovy list 8WH1000-0AH00

svorka, Sroubova svorka, prichozi svorka, 6mm?, Seda

Verze

Nazev znacky produktu
oznaceni produktu
provedeni produktu
varianta produktu

provedeni ramové svorky urovné svorek interné

premosténé

SENTRON
Radové svorky
prachozi svorka

prichozi svorka pro montéz na nosnou listu podle IEC 60715

Ne

Obecné technické udaje
rozte¢ kontakttl svorkovnice

provozni vykon jmenovita hodnota

8 mm
1000V

Trida ochrany
trida hoflavosti podle UL 94
Hlavni obvod

<
o

provozni proud jmenovitd hodnota
Vzhled

hry
>

barva
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(0]
Q
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Podrobnosti o produktu

soucast produktu nezbytna uzaviraci deska

Ano

|

pocet urovni sevreni
pocet spoji na jednu Uroven sevieni
Pripojeni

pripojitelny prifez vodice jednokabelovy

e minimalni 0,2 mm?

e maximalni 10 mm?
pripojitelny priifez vodice vicedratovy

e minimalni 2,5 mm?

e maximaini 0,2 mm?
pripojitelny prifez vodice s jemnymi dratky

e s koncovym zpracovanim zil minimalni 0,25 mm?

e s koncovym zpracovanim zil maximalni 6 mm?

e bez koncového zpracovani zil minimalni 0,2 mm?

e bez koncového zpracovani zil maximalni 10 mm?
utahovaci moment

e u Sroubovych svorek minimalni 1,5 N'm

e u Sroubové svorky maximalni 2 N'm

provedeni pripojky 1
provedeni pripojky 2

Sroubova svorka
Sroubova svorka

poloha pfipojovaci svorky zboku
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Mechanicka konstrukce

vyska 48 mm

vyska u zpisobu montaze v nejnizsi poloze 47,5 mm

hloubka 46,9 mm

délka 48 mm

zpusob upevnéni montazni lista TH35
Netto hmotnost na MJ 149

materidl izolacniho télesa vyrovnani potencialu

Podminky prostredi

okolni teplota béhem provozu

e minimalni -60 °C
e maximalni 105 °C
Aprobace Certifikaty
General Product Approval other
Confirmation
> =
3P |3 ) N
ey EG-Ko, = QC PASS
other Environment
Confirmation Miscellaneous Environmental Con- Environmental Con-
firmations firmations

Dalsi informace
Informace o baleni
Informace o baleni
Information for data generation and storage
https://support.industry.siemens.com/cs/ww/en/view/109995012
Information- and Downloadcenter (Catalogs, Brochures,...)
https://www.siemens.com/lowvoltage/catalogs
Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlifb=8WH1000-0AH00
Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/cz/ps/8WWH1000-0AH00
Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
https://www.automation.siemens.com/bilddb/cax_en.aspx?mifb=8WH1000-0AH00
CAXx-Online-Generator
https://www.siemens.com/cax
Tender specifications
https://www.siemens.com/specifications
Charakteristické krivky
https://curves.simaris.siemens.com/curves/<mmp_prod_noCOMP="HAUPT"></mmp_prod__no>
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https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=439&ci=460&cao=549
https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=439&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=439&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=447&ci=5727&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=447&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=447&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=5669&ci=498&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=5669&ci=498&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=5669&ci=498&cao=591
https://support.industry.siemens.com/cs/WW/cs/ps/8WH1000-0AH00/Certificate?ct=5669&ci=498&cao=591
Informace o�balen�
https://support.industry.siemens.com/cs/ww/en/view/109995012
https://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=8WH1000-0AH00
https://support.industry.siemens.com/cs/ww/cz/ps/8WH1000-0AH00
https://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8WH1000-0AH00
https://www.siemens.com/cax
https://www.siemens.com/specifications
https://curves.simaris.siemens.com/curves/%3Cmmp_prod_noCOMP=%22HAUPT%22%3E%3C/mmp_prod__no%3E
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Posledni zména: 09.05.2025
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_69687
https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=8WH10000AH00&lang=cs,XX
https://support.industry.siemens.com/cs/ww/cs/pv/8WH10000AH00
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