Technicky list

Specifikace

Zakladni popis

polosestava kontaktt 1Z+1V
bezSroubové svorky

ZB5AZ1055

vyrobkova fada

Harmony XB5

typ produktu nebo soucasti

Kompletni télo/sestava kontaktu

Kratky nazev zatizeni ZB5
material objimky Plast
prodej v nedélitelIném mnozstvi 1

typ hlavice Standard
typ a sloZeni kontaktu 1Z+1V

funkce kontaktu

Zavisle spinajici

typ kontaktniho bloku

Jednoduchy

pFipojeni - svorky

Doplnky

Nasuvny, <= 2 x 1,5 mm? s vedeni s dutinkami podle IEC 60947-1
Nasuvny, >= 1 x 0.34 mm? without wire end ferrule podle IEC 60947-1

CAD celkova Sirka 46,2 mm
CAD celkova vyska 27,6 mm
CAD celkova hloubka 30 mm
popis svorek 1SO ¢&. 1 (11-12)V
(13-14)Z
hmotnost pristroje 0,016 kg

sestava zafizeni

Upeviiovaci objimka
Télo

pouziti kontaktt

Standardni kontakty

nucené vypnuti

Ano podle IEC 60947-5-1 dodatek K

provozni zdvih

1,217 mm (V, zména elektrického stavu)
2,05 mm (Z, zména elektrického stavu)
4,3 mm (celkovy zdvih)

ovladaci sila

2,25 N V, zména elektrického stavu
2,45 N Z, zména elektrického stavu

mechanicka Zivotnost

10000000 cyKly

material kontaktu

Stfibrna slitina (Ag/Ni)

zkratova ochrana

10 A patronova pojistka typ gG podle IEC 60947-5-1

[Ith] jmenovity tepelny proud

10 A podle IEC 60947-5-1

[Ui] jmenovité izolani napéti

300 V (stupen znecisténi 3) podle IEC 60947-1

[Uimp] jmenovité impulzni
vydrzné napéti
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4 kV podle IEC 60947-1

Sclénelder

Electric

Pravni omezeni: Tato dokumentace neni uréena jako nahrada a nesmi se pouzivat k uréeni vhodnosti nebo spolehlivosti téchto produktti pro specifické uzivatelské aplikace.



[le] jmenovity pracovni proud

6 A pfi 120 V, AC-15, A300 podle IEC 60947-5-1
3 A pfi 240 V, AC-15, A300 podle IEC 60947-5-1
0,55 A pfi 125V, DC-13, Q300 podle IEC 60947-5-1
0,27 A pfi 250 V, DC-13, Q300 podle IEC 60947-5-1

predstaveni pristroje

Zakladni podsestavy

Prostredi

stupen ochrany TH
teplota okoli pro uskladnéni -40...70 °C
provozni teplota -40...70 °C

stupen kryti IP

IP20 podle IEC 60529

Normy

IEC 60947-1

IEC 60947-5-1

IEC 60947-5-4

IEC 60947-5-5

UL 60947-1

UL 60947-5-1

UL 60947-5-5

UL 1059

UL 486E

CSA C22.2 No 60947-1
CSA C22.2 ¢. 60947-5-1
CSA C22.2 No 158
CSA C22.2 No 65
IACS E10

certifikace vyrobku

EAC

IECEE CB Schéma
ccc

UL

CSA

odolnost proti vibracim

5 gn (f= 10...500 Hz) conforming to IEC 60068-2-6
25 mm mezi $pickami (f= 2...10 Hz) conforming to IEC 60068-2-6

odolnost proti otresim

Jednotky baleni

25 gn (doba trvani = 6 ms) pro 1000 razu v kazdé ose podle IEC 60068-2-27

30 gn (doba trvani = 18 ms) pro akcelerace, polovina sin. viny podle IEC 60068-2-27
50 gn (doba trvani = 11 ms) pro akcelerace, polovina sin. viny podle IEC 60068-2-27

Typ baleni 1 PCE
Pocet jednotek v baleni 1

Vyska baleni 1 3,200 cm
Sitka baleni 1 3,800 cm
Délka baleni 1 5,200 cm
Hmotnost baleni (libry) 29,000 g
Typ baleni 2 BB1
Pocet jednotek v baleni 2 5

Vyska baleni 2 4,200 cm
Sitka baleni 2 26,500 cm
Délka baleni 2 3,400 cm
Hmotnost baleni 2 147,000 g
Typ baleni 3 S03
Pocet jednotek v baleni 3 250
Vyska baleni 3 30,000 cm
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Sika baleni 3 30,000 cm

Délka baleni 3 40,000 cm

Hmotnost baleni 3 7,893 kg
L, v . o

Zarucni lhuta

Zaruka (v mésicich) 18
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'. Environmental Data

Spole¢nost Schneider Electric si klade za cil dosahnout do roku 2050 nulového stavu diky partnerstvi v dodavatelském fetézci,
materialim s mensim dopadem a obéznosti prostfednictvim nasi pokracujici kampané "Use Better, Use Longer, Use Again" s cilem
prodlouzit Zivotnost a recyklovatelnost produktu.

Vysvétleni Environmental Data >

Jak hodnotime udrzitelnost produktd >

@ environmentalni stopa

Celkova uhlikova stopa zivotniho cyklu 1
Informace o Zivotnim prostfedi Environmentalni profil produktu
Use Better

< Materialy a obaly

Baleni s karténovym obalem Ano
Obal bez plastu Ano
Smérmnice EU RoHS Proaktivni shoda (Produkt mimo ramec pravnich predpist

tykajicich se EU RoHS)

Nafizeni REACh Deklarace REACh

Use Again

© Pfebaleni a opétovna vyroba

Zivotni cyklus Informace o ukonéeni Zivotnosti

Zpétny odbér Ano

Na trzich Evropské unie musi byt produkt likvidovan
WEEE Sstitek A  podle pokynt pro zvlastni sbér odpadu a nikdy se nesmi
vyhazovat do odpadkovych kosu.

4 Life Is ®n Scléngider 14.11. 2025

Electric


https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2303008EN
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2303008EN
https://download.schneider-electric.com/files?p_Doc_Ref=ZB5AZ1055_ROHS_DECLARATION&p_FileName=ZB5AZ1055_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=ZB5AZ1055_ROHS_DECLARATION&p_FileName=ZB5AZ1055_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=ZB5AZ1055_REACH_DECLARATION&p_FileName=ZB5AZ1055_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=ZB5AZ1055_REACH_DECLARATION&p_FileName=ZB5AZ1055_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2303008EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2303008EN
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Dimensions Drawings

Dimensions
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Mounting and Clearance

Mounting

Mounting and Unmounting

Panel cut-out Dimension

6 Life Is On Sclél’lEleeigﬁlc' 14.11. 2025



Technicky list ZB5AZ1055

43 mm
1.70 in.
1..6 N _ 1..45 _
0.04....0.24 © 10.04..0.18 '
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Connections and Schema

Wiring

Wiring and Unwiring

3 1 X1
NO NC
4 2 X2
Max
0.8 mm
7:.“ O-éZ:,__ 0.031 in.
mn | 0.34..1.5 2.4 mm
AWG 22.16 0.08..0.157 in
1) Max EE
o<
<|s
AWG| 22,16 |TI>= 22..16 | 24mm
0.34...1 | 0.34...1.5 :
22.18 | 22..16 0.004.
ol
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Technical lllustration

Dimensions

413
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Technical lllustration

Wiring diagram
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Offer Marketing lllustration

Product benefits / Features

Features
Harmony XB4/XB5 Compact Push-in blocks

37% thinner Installation costs
than a saved through reduced
standard block wiring time and effort

A

Fully compatible Available as single block,
with current sub-assemblies and
Harmony offer complete units (both plastic
and metal ranges)

Simphified inventory
management

14.11. 2025 Lifels ®n | Schneider 11
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Offer Marketing lllustration

Product benefits / Features

Technical Benefits
Harmony XB4/XB5 Compact Push-in blocks

12 Lifels®n | Schneider

14. 11. 2025



Technicky list ZB5AZ1055

Offer Marketing lllustration

Product benefits / Features

Features
Harmony XB5

Va

conng

nr

ninal, or
printed circuit board
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Offer Marketing lllustration

Product benefits / Features

Technical Benefits

Harmony XB5
Conformity with IEC,
UL, CSA, CCC EAC, and High vibration resistance
Js standards, as well as Up to IP66, 67, 69, with shake-proof
CE marking and marine 69K, and type terminal screws
approvals 4X protection ratings

1 i

\l

Operating temperature g0k protection level Secure switching of
from -40°C -to 70°C up to IK06 inductive or heavy DC
loads directly - 100 000
operations at 10A, 24V dc

14 Lifels®n | Schneider
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Image of product / Alternate images

Alternative

ZB5AZ1055
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