Technicky list

Specifikace

Zakladni popis

SDD113405

RychlonabijeCka, Sedna D/E, dvojita
USB A+C 21W, aluminium

vyrobkova fada

Sedna Design & Elements

typ produktu nebo soucasti

USB nabijecka

barevny odstin

Aluminium

integrovany typ pripojeni

Doplnky

1 USB typ A 5V DC, maximalni proud zatéze: 3 A

1 USB typ C 5...12 V DC, maximalni proud zatéze: <= 3 A

pouziti zaFizeni

Nabijecka

montaz zafizeni

Zapus$téna

predstaveni pristroje

Mechanismus s upev. rameckem a central. deskou

povrchova uprava Leskly
povrchova uprava Neupravena
vystupni proud 3A

upevnéni Srouby

typ baleni Box with eurohole

pocet kusti na sadu

[Ue] jmenovité pracovni napéti

220...240 V AC +/- 10 % pfi 50/60 Hz

typ zatéze Power delivery

maximalni spotreba (W) 0,05 W

jm. vystupni vykon 21 W

Zivotnost v hodinach 30000 H

material ABS (akrylonitril butadien-styren): stfedova deska
PC (polykarbonat) GF10 FR: pouzdro
PC (polykarbonat) GF10 FR: vnitfni roh

typ ochrany Ochrana obvodu proti pretizeni a zkratu

Ochrana vystupu proti prepéti
Ochrana proti narustu teploty

pocet svorek

2

velikost pripojovaci svorky

2x0,75...2 x 2,5 mm? pro pevny kabel(y)
2 x0,75...2 x 2,5 mm? pro ohebny kabel(y)
2x0,75...2 x 2,5 mm? pro lankovy kabel(y)

délka holého konce vodice
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Pravni omezeni: Tato dokumentace neni uréena jako nahrada a nesmi se pouzivat k uréeni vhodnosti nebo spolehlivosti téchto produktti pro specifické uzivatelské aplikace.



kompatibilita

Smartphone
Mobil/tablet
Tablet PC
Power bank
Digitalni kamera
Mys

Apple

HW

Samsung

vyska

73 mm

Sirka

73 mm

hloubka

44 mm

hloubka zapusténi

32 mm

hmotnost pristroje

0,13 kg

cilovy kanal Profesionalni
DIy

ucinnost 6,25 %

znacky kvality CE

Typ napajeciho zdroje USB USBtypA+C

barevny odstin Aluminium

pfipojeni — svorky

Sroubové svorky

jm. vystupni vykon

15WUSBtypA5V3A

18 WUSBtypA9V2A

18 WUSBtypA12V 1.5A
15WUSBtypC5V3A
21WUSBtypC9V23A
21WUSBtypC12V 1.75A
17WUSBtype A+C5V34A

Prostredi
provozni teplota 0...40°C
teplota okoli pro uskladnéni -5...50 °C

Normy ETSI EN 301 489-4
trida elektrické izolace Trida Il
stupen ochrany IK IK02
stupen kryti IP 1P20
Jednotky baleni

Typ baleni 1 PCE
Pocet jednotek v baleni 1

Vyska baleni 1 6,600 cm
Sitka baleni 1 8,700 cm
Délka baleni 1 9,400 cm
Hmotnost baleni (libry) 122,000 g
Typ baleni 2 CAR
Pocet jednotek v baleni 2 36

Vyska baleni 2 19,700 cm
Sitka baleni 2 30,400 cm
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Délka baleni 2 40,600 cm

Hmotnost baleni 2 4,768 kg

Zarucni lhata

Zaruka (v mésicich) 18
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'. Environmental Data

Spole¢nost Schneider Electric si klade za cil dosahnout do roku 2050 nulového stavu diky partnerstvi v dodavatelském fetézci,
materialim s mensim dopadem a obéznosti prostfednictvim nasi pokracujici kampané "Use Better, Use Longer, Use Again" s cilem

prodlouzit Zivotnost a recyklovatelnost produktu.

Vysvétleni Environmental Data >
Jak hodnotime udrzitelnost produkt(i >

@ environmentalni stopa
Celkova uhlikova stopa Zivotniho cyklu

Informace o Zivotnim prostiedi

15 kg CO2 eq.

Environmentalni profil produktu

Uhlikova stopa vyrobni faze [A1 az A3] 1 kg CO2 eq.
Uhlikova stopa distribu¢ni faze [A4] 0 kg CO2 eq.
Uhlikova stopa instalacni faze [A5] 0 kg CO2 eq.
Uhlikova stopa faze pouzivani [B2, B3, B4, B6] 13 kg CO2 eq.
Uhlikova stopa faze konce Zivotnosti [C1 az C4] 0.3 kg CO2 eq.
Use Better
< Materialy a obaly
Pramérné procento obsahu recyklovanych plastu 16 %
Baleni s karténovym obalem Ne
Obal bez plastu Ne

Smérnice EU RoHS

Cislo SCIP

Nafizeni REACh

V souladu s vyjimkami

751c35a0-13a5-47¢8-b55f-a7498a39b73d

Deklarace REACh

Bez silikonu NE
Use Longer
© Prodlouzeni zivotnosti

Oprava Ne
Use Again

© Pfebaleni a opétovna vyroba
Zivotni cyklus

Zpétny odbér

WEEE Sstitek

Informace o ukondceni Zivotnosti

Ano

Na trzich Evropské unie musi byt produkt likvidovan podle
pokynl pro zvlastni sbér odpadu a nikdy se nesmi
vyhazovat do odpadkovych kosu.
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https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2407025EN
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2407025EN
https://download.schneider-electric.com/files?p_Doc_Ref=SDD113405_ROHS_DECLARATION&p_FileName=SDD113405_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=SDD113405_ROHS_DECLARATION&p_FileName=SDD113405_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=SDD113405_REACH_DECLARATION&p_FileName=SDD113405_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=SDD113405_REACH_DECLARATION&p_FileName=SDD113405_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2407025
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2407025
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Technical lllustration

Dimensions
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Technical lllustration

Wiring diagram

SDD113405
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A A DANGER

HAZARD OF ELECTRIC SHOCK, EXPLOSION, OR ARC FLASH
The product must Be instaliod and connecied by 3 Quaied clect cian
A qualiiod olectncan must demonstrale an in-depth knowledge of
» Construction of olectrical nstaliations in buldngs in accordance with IEC 80064
* Adascral safely sancards, local ConNecHon nies, and bukdng regulations

* Standardized 100k and measuring equipment

Falure to follow these instructions will resul in death of serous injury.

Life Is On
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Offer Marketing lllustration

Product benefits / Features

Technical Features

Sedna

* Minimum waste of
energy

Fast charging of «
smariphones and
other devices

» Faster and easler
cable connection
(either way) in

g. USB-C port

Canchargetwo o
devices alt the

___——--‘_
same time
* Less heating,
Improves battery life
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Image of product / Alternate images

Alternative
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