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3vodičová svorka pro ochranný vodič; S páčkou a tlačítkem; 10 mm²; Se zkušebním
otvorem; Boční a středový popis; Na DIN lištu 35 × 15 a 35 × 7,5; Push-in CAGE CLAMP®;
10,00 mm²; Zeleno-žlutá

Datový list | Obj. č.: 2110-5307

Barva:    Zelenožlutá

.

Ground terminal block, 2110 Series, green-yellow

This ground terminal block (item number 2110-5307) is designed for easy and secure connections. Ensure that the strip lengths are between 17 and 19 mm
when connecting conductors to this ground terminal block. Our ground terminal blocks directly connect the mounting rail and the electrical conductors thanks to
an integrated mounting foot. This connection ensures both electrical and mechanical stability between the conductors and the mounting adapter. This product
features conductor terminals and utilizes Push-in CAGE CLAMP®. Push-in CAGE CLAMP® connection technology is ideal for connecting all conductor types. It al­
lows direct insertion of both solid and fine-stranded conductors with ferrules without the need for tools—all thanks to its pluggable design. This ground terminal
block is suitable for conductor cross sections ranging from 0.5 mm² to 16 mm².

This through rail-mount terminal block is operated with lever,push-button. Our TOPJOB® S rail-mount terminal blocks are perfect for many different industrial ap­
plications and modern building installations as they provide secure electrical connections. You can work anywhere in the world and on any application with just a
single rail-mount terminal block system. This product is designed for specific Ex applications (please refer to the product datasheet).

Atesty/certifikáty

General approvals

Schválení Standardní Název certifikátu
CCA
DEKRA Certification B.V.

EN 60947 NTR NL-7757

KEMA/KEUR
DEKRA Certification B.V.

EN 60947 71-109053

UL
Underwriters Laboratories
Inc.

UL 1059 E45172

.

Declarations of conformity and manufacturer's declarations

Schválení Standardní Název certifikátu
ATEX-Attestation of Confor­
mity
WAGO GmbH & Co. KG

- -

EU-Declaration of Conformi­
ty
WAGO GmbH & Co. KG

- -

UK-Declaration of Conformi­
ty
WAGO GmbH & Co. KG

- -

.
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Approvals for hazardous areas

Schválení Standardní Název certifikátu
ATEX
Physikalisch Technische
Bundesanstalt

EN 60079-0 PTB 19 ATEX 1017 U (II 2 G
Ex eb IIC Gb bzw. I M 2 Ex
eb I Mb)

CCC
CNEX

GB/T 3836.3 2020312313000165 (Ex eb
IIC Gb, Ex eb I Mb)

cURus
Underwriters Laboratories
Inc.

UL 60079 E185892 (AEx eb IIC resp.
Ex eb IIC)

IECEx
Physikalisch Technische
Bundesanstalt

IEC 60079 IECEx PTB 19.0047U (Ex eb
IIC Gb or Ex eb I Mb)

INMETRO
TÜV Rheinland do Brasil Lt­
da.

IEC 60079 TÜV 20.0893 U

.

Ke stažení

Environmental Product Compliance

Compliance Search

Environmental Product
Compliance 2110-5307

.

Documentation

Bid Text

2110-5307
20.05.2019

docx
14.88 KB

2110-5307
20.05.2019

xml
3.85 KB

.

CAD/CAE-Data

CAD data

2D/3D Models
2110-5307

.

CAE data

EPLAN Data Portal
2110-5307

ZUKEN Portal 2110-5307

.

https://www.wago.com/2110-5307
https://www.wago.com/de/d/ComplianceLinkMediaContainer_2110-5307
https://www.wago.com/de/d/2255558
https://www.wago.com/de/d/2255559
https://www.wago.com/de/d/3D_URLS_2110-5307
https://www.wago.com/de/d/EPLAN_URLS_2110-5307
https://www.wago.com/de/d/Zuken_URLS_2110-5307
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Změny vyhrazeny. Berte prosím na vědomí také informace z produktové dokumentace!
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Pokyny k instalaci

Připojení vodiče

Všechny druhy vodičů na jednom místě Připojování plných vodičů přímým za­
sunutím

Připojení jemně laněných vodičů s dutinkami
přímým zasunutím

Zvedněte páčku až po doraz, pak připojte
jemně laněný vodič.

Sklopte páčku – hotovo! Sklopte páčku – hotovo!

.

Můstkové propojení

Vložte hřebenový můstek a zatlačte ho až po
doraz.

.

Značení

Naklapnutí popisovacího pásku do držáku
značení.

Naklapnutí popisovacího pásku do držáku
značení.

.
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