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RBS220-11-230V AC

Specifikace

Kod ETI

Popis

Max. number of impulses per minute
Storage temperature (°C)

Max. back-up fuse for short circuit
protection

Min. impulse duration between two
impulses (ms)

Max. impulse duration at Uc (ms)

Min. impulse duration at Uc (ms)

Distance between contacts and coil (mm)

Min. distance of open contacts (mm)
Pocet modul

Max. shock resistance (g)
Resistance to humidity
Funkce

Napajeci napéti (V)

Proud le ACT (A)

Typ napéti

Pocet NO kontakt(

Pocet NC kontaktt
Jmenovita frekvence (Hz)
Jmenovity proud (A)

Pocet poll

Terminal screw

Jmenovity prifez (mm?2)
Tightening torque (Nm)
Stupen kryti IP

Okolni teplota (°C)

Typ uchyceni

Jmenovité pracovni napéti (V AC)
Jmenovité izolacni napéti (V)
Tepelny proud Ith (A)

Sitka (mm)

Ztratovy vykon (W)

Electrical cycles

Mechanical cycles

Normy

Dalsi dokumentace

002464106
RBS220-11-230V AC
20

-30°C-80°C

20A

150ms

1h

50ms

6mm

3mm

1

15¢g

95% RH

Bistabilni spina¢ RBS
230V

20A

AC

1

1

50Hz/60Hz

20A

2

M4 (main circuit)/M3 (control circuit)
110mm?

1.2Nm

IP20

-25°C/55°C

TH 35

440V

440V

20A

18mm

3w

10000

100000

IEC/EN 60669-2-2

Online stranka produktu f

Katalog technickych udaja
3D model


www.etielektroelement.cz
https://www.etielektroelement.cz/produkty-2/002464106
https://www.etielektroelement.cz/produkty-2/002464106
https://www.etielektroelement.cz/produkty-2/002464106
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/ae7ff574-5144-4982-aac8-381d02c06114
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/5eb79df9-d6c2-49d8-949c-bfe75d484bba

2D File
Prohlaseni CE
Eplan file


https://storage-api-pim.etigroup.eu/api/asset-storage/asset/8c3c4899-def3-4076-9dbb-40c365760ce6
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/e4c6fc74-6dc1-4fd2-a02c-a7dc51249001
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/b2c257fe-6bab-4299-bd35-54670110c437

Mezinarodni klasifikace ETIM

Klasifikace

Nazev tfidy

Function

Mounting method

Width in number of modular spacings

Built-in depth

Number of contacts as normally open contact
Number of contacts as normally closed contact
Control voltage 1

Type of control voltage 1

Frequency control voltage 1

Rated switch current

Supply voltage

Voltage type (supply voltage)

Manual operation possible

o ELLM

EC000188
Latching relay
Other

DIN rail

1

60mm

1

1
207..253V
AC
50...60Hz
20A
440...440V
AC

Ano
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