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Jmenovité parametry
Rated data
Vstup Schopnost snaset pretizeni
Input Overload capability

Pocet fazi

3 Stfidavé
Number of phases

Sitové napéti 380...480V +10%

Line voltage
S_ltova frekvence 47 . 63 Hz
Line frequency
Jmenovity proud (LO)
Rated current (LO) 57.00A
Jmenovity proud (HO) 47.00 A
Rated current (HO) !
Vystup
Output
Pocet fazi Yo
Number of phases I SHEENTS
Jmenovité napéti 400V IEC
Rated voltage
Jmenovity vykon (LO) 30.00 kW
Rated power (LO) !
Jmenovity vykon (HO) 22 00 kW
Rated power (HO) !
Jmenovity proud (LO) 60.00 A
Rated current (LO) !
Jmenovity proud (HO)
Rated current (HO) 45.00A
Vystupni proud, max.
Max. output current 90,00A
Frekvence impulzd 4 kHz

Pulse frequency

Vystupni frekvence pfi vektorové
regulaci 0...200 Hz
Output frequency for vector control

Vystupni frekvence pfi regulaci U/f

0...550 Hz
Output frequency for VIf control

Technické zmény vyhrazeny! Mohou existovat rozdily mezi Gidajovym listem a typovym Stitkem.
Technical data are subject to change! There may be discrepancies between calculated and rating plate values.

480V NEC "

40,00 hp

30,00 hp

Low Overload (LO)
Low Overload (LO)

1,1 x jmenovity vystupni proud (tzn. pretizeni 110%) po dobu 57 s pfi délce
cyklu 300's; 1,5 x jmenovity vystupni proud (tzn. pfetiZzeni 150%) po dobu 3 s
pfi délce cyklu 300 s

1.1 x rated output current (i.e. 110 % overload) for 57 s with a cycle time of 300 s 1.5 x
rated output current (i.e. 150 % overload) for 3 s with a cycle time of 300 s

High Overload (HO)
High Overload (HO)

1,5 x jmenovity vystupni proud (tzn. pfetizeni 150%) po dobu 57 s pfi délce
cyklu 300 's; 2 x jmenovity vystupni proud (tzn. pretizeni 200%) po dobu 3 s pfi
délce cyklu 300 s

1.5 x output current rating (i.e., 150 % overload) for 57 s with a cycle time of 300's 2 x
output current rating (i.e., 200 % overload) for 3 s with a cycle time of 300 s

Vseobecna technicka data
General tech. specifications

éini
Cinik A 0,95
Power factor A
Uhel skl

el skluzu cos @ 0,99
Offset factor cos ¢
Ucinnost

1nnost N 0,98
Efficiency n
Uroveri akustického tlaku LpA (1 m) 72dB
Sound pressure level (1m)
Ztratovy vykon 0,77 kW
Power loss
Tfida filtru (integrovaného) Tfida A
Filter class (integrated) Class A
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PoZadavky na okolni prostredi Mechanické parametry
Ambient conditions Mechanical data
Chlazenf Interni chlazeni vzduchem Druh kryti typ IP20 / UL open
Cooling Internal air cooling Degree of protection 1P20 / UL open type

Spotteba chladiciho vzduchu
Cooling air requirement

Instalacni nadmorska vyska
Installation altitude

Teplota okolniho prostredi
Ambient temperature

Provoz LO
Operation LO

Provoz HO
Operation HO

Doprava
Transport

Skladovani
Storage

Relativni vlhkost vzduchu
Relative humidity

Provoz, max.
Max. operation

0,055 m®/s (1,942 ft3ls)

1000 m (3 280,84 stop)

-20...40°C(-4 ... 104 °F)

-20...50°C (-4 ... 122 °F)

-25...55°C(-13 ... 131 °F)

-25...55°C(-13 ... 131 °F)

95 % relativni vihkost, kondenzace
nepfipustna
95 % RH, condensation not permitted

Konstrukéni velikost
Frame size

Cistd hmotnost
Net weight

Rozméry
Dimensions
Sitka
Width
Vyska
Height

Hloubka
Depth

FSD

18,50 kg (40,79 Ib)

200 mm (7,87 in)

472 mm (18,58 in)

237 mm (9,33 in)

Normy
Standards

Pfipojeni
Connections

Na strané sité
Line side

Provedenf
Version

Prafez pfipojeni
Conductor cross-section

Na strané motoru
Motor end

Provedeni
Version

Prifez pfipojent
Conductor cross-section

Meziobvod (pro brzdny rezistor)
DC link (for braking resistor)

Provedenf
Version
Priifez pfipojeni
Conductor cross-section
Délka kabelu
Cable length
Pfipojeni PE
PE connection
Délka vedeni k motoru, max.
Max. motor cable length
Stinény
Shielded

Nestinény
Unshielded

Technické zmény vyhrazeny! Mohou existovat rozdily mezi Gidajovym listem a typovym Stitkem.
Technical data are subject to change! There may be discrepancies between calculated and rating plate values.

Sroubovaci svorky
screw-type terminal

10,00 ... 35,00 mm?
(AWG 8 ... AWG 2)

Sroubovaci svorky
Screw-type terminals

10,00 ... 35,00 mm?
(AWG 8 ... AWG 2)

Sroubovaci svorky
Screw-type terminals

2,50 ... 16,00 mm?
(AWG 14 ... AWG 6)

10 m (32,81 stop)

Sroubovaci svorky
Screw-type terminals

200 m (656,17 stop)

300 m (984,25 stop)

Shoda s pozadavky norem
Compliance with standards

Znacka CE
CE marking

Strana2z3

UL, cUL, CE, C-Tick (RCM), SEMI F47
UL, cUL, CE, C-Tick (RCM), SEMI F47

Smeérnice pro zafizeni nizkého napéti

2006/85/EG
Low-voltage directive 2006/95/EC
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Ztraty ménice podle normy IEC61800-9-2*
Converter losses to IEC61800-9-2*
Trida dcinnosti 2

Efficiency class

Porovnani s referenénim méni¢em (90%

1 100%
0 42,90 %
Comparison with the reference converter (90%
1 100%)
I t 594,0 W (1,40 %) 694,0 W (1,70 %) 854,0 W (2,10 %)
100% L 4 ®
355,0 W (0,90 %) 393,0 W (0,90 %) 445,0 W (1,10 %)
50% @ L 4 L]
275,0 W (0,70 %) 291,0 W (0,70 %)
25% @
»
Ll
50% 90% f

Procentudini hodnoty udavaji ztraty vzhledem ke jmenovitému vykonu ménice.
The percentage values show the losses in relation to the rated apparent power of the
converter.

Diagram ukazuje ztraty pro body (podle normy IEC61800-9-2) proud (1) tvoficich
relativni moment prostrednictvim relativni frekvence starotoru motoru (f).
Hodnoty plati peo zakladni provedeni ménice bez volitelnych
doplrikG/komponentd.

The diagram shows the losses for the points (as per standard IEC61800-9-2) of the relative
torque generating current (I) over the relative motor stator frequency (f). The values are valid
for the basic version of the converter without options/components.

* vypocitané hodnoty
*calculated values

Hodnota vystupniho proudu a tdaje o vykonu plati pro rozsah napéti od 440 V do 480 V
The output current and HP ratings are valid for the voltage range 440V-480V
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