Technicky list

Specifikace

Zakladni popis

1 SD signalizacni kontakt

AIN26907

fada produktt

Acti 9

typ produktu nebo soucasti

Poruchovy kontakt

Kratky nazev zatizeni

SD

umisténi signalizaénich kontaktu

1ViZ

[In] jmenovity proud

0,1...6 Aat 24...250 V, AC 50/60 Hz
0,1...6 Aat 24...240 V, AC 50/60 Hz
0,1...3 Aat415V, AC 50/60 Hz
0,1..6 Aat24V,DC
0,1..2Aat48V,DC
0,1...1,5Aat60V,DC
0,1...1Aat130V,DC

rozte¢ 9 mm

Normy

EN/IEC 60947-5-1
GB /T 14048.5

certifikace vyrobka CE

UKCA
znacky kvality EAC

Cccc
Doplnky
kompatibilni fada Acti9 C120

Acti9 C60H-DC
Acti9 SW60-DC
Acti9 C60PV-DC

Acti9 xC60
[Ui] jmenovité izolaéni napéti 500 V
[Uimp] jmenovité impulzni 4 kV

vydrzné napéti

mistni signalizace

Mechanicky indikator

montazni rezim

Nacvaknutim

montazni poloha

Left side of circuit-breaker

upevnéni Lista DIN
kompatibilita hifebenové propo;j. Horni: ANO
listy
vysSka 85,3 mm
Sirka 9 mm
hloubka 68 mm
hmotnost pristroje 309
barva Bila
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Pravni omezeni: Tato dokumentace neni uréena jako nahrada a nesmi se pouzivat k uréeni vhodnosti nebo spolehlivosti téchto produktti pro specifické uzivatelské aplikace.



pripojeni - svorky

Sroubova svorka (dolni) 1 kabel(y) 0,5...2,5 mm? - pevny
Sroubova svorka (dolni) 2 kabel(y) 1,5 mm? - ohebny
Sroubova svorka (dolni) 2 kabel(y) 1,5 mm? - ohebny s koncovkou

délka odizolovani vodice 9 mm
kroutici moment 1 N.m dolni
Prostredi

stupen kryti IP P20
Stupen znedisténi 3
Tropikalizace 2
provozni teplota -25...70°C
teplota okoli pro uskladnéni -40...85°C
Jednotky baleni

Typ baleni 1 PCE
Pocet jednotek v baleni 1

Vyska baleni 1 7,700 cm
Sitka baleni 1 1,800 cm
Délka baleni 1 9,200 cm
Hmotnost baleni (libry) 36,000 g
Typ baleni 2 BB1

Pocet jednotek v baleni 2 12

Vyska baleni 2 8,000 cm
Sitka baleni 2 10,000 cm
Délka baleni 2 23,500 cm
Hmotnost baleni 2 492,000 g
Typ baleni 3 S03

Pocet jednotek v baleni 3 108

Vyska baleni 3 30,000 cm
Sitka baleni 3 30,000 cm
Délka baleni 3 40,000 cm
Hmotnost baleni 3 5,038 kg
Zarucni lhita

Zaruka (v mésicich) 18
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'. Environmental Data

Spole¢nost Schneider Electric si klade za cil dosahnout do roku 2050 nulového stavu diky partnerstvi v dodavatelském fetézci,
materialim s mensim dopadem a obéznosti prostfednictvim nasi pokracujici kampané "Use Better, Use Longer, Use Again" s cilem
prodlouzit Zivotnost a recyklovatelnost produktu.

Vysvétleni Environmental Data >

Jak hodnotime udrzitelnost produktd >

@ environmentalni stopa

Celkova uhlikova stopa Zivotniho cyklu 0.8 kg CO2 eq.

Use Better

< Materialy a obaly

Baleni s karténovym obalem Ne

Obal bez plastu Ne

Smérnice EU RoHS V souladu

Cislo SCIP 28bfb466-f950-4025-8655-16cfe4e6c6f3

Nafizeni REACh Deklarace REACh

Status zemi bez halogen( Product contains halogen above thresholds
Use Longer

© Prodlouzeni zivotnosti

Oprava Ne

Use Again

U Piebaleni a opétovna vyroba

Zivotni cyklus NevyZaduji se Zadné specialni recyklacni operace

Zpétny odbér Ano

Na trzich Evropské unie musi byt produkt likvidovan podle
WEEE stitek A pokynu pro zvlastni sbér odpadu a nikdy se nesmi
vyhazovat do odpadkovych kosu.

16. 1. 2026 Life Is ®n Scl'én‘eider

Electric


https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.schneider-electric.com/files?p_Doc_Ref=A9N26907_ROHS_DECLARATION&p_FileName=A9N26907_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=A9N26907_ROHS_DECLARATION&p_FileName=A9N26907_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=A9N26907_REACH_DECLARATION&p_FileName=A9N26907_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=A9N26907_REACH_DECLARATION&p_FileName=A9N26907_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2206015
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2206015

	Technický list

