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30 A (48..480)V AC = Zatizitelnost vystupniho obvodu - zavislost trvaléh du na teploté
vystupniho obvodu - zavislost trvalého proudu na teploté
AC7a(cos @=0.8)  30A | AC7a(cos 9=0.8) 30A 00050 [ okoli - L N
104.5 mm 13 é: et | - bez mezery mezi jednotlivymi polovodi¢ovymi relé
AC15 20A | AC15 20A 1203 — ‘I’VGB Il - s mezerou 9 mm mezi jednotlivymi polovodicovymi relé
— @ (230V AQ) - @ (230VACQ) 1.5kw ->mm | =) — 1ll- samostatnd montaz polovodicového relé nebo montdz s mezerou
Y > 40 mm od okolnich pfistrojd pro omezeni jejich vlivu
£ @30V 6000W | & (230v) 4500 W 22.5mm B L
CFL/LED 4000 W | CFL/LED 2500 W — DALSI UDAJE
- AC-vystupni obvod (antiparalelni tyristory)
f— 6000W | L_*F 4000 W - Verze spinac v nule napéti 77.x.xxx.80x0
g 9 (A) - Verze spina¢ nahodily 77.x.xxx.80x1
(-20...+80)°C 30 - Minimalni spinany proud pfi 400 V: 300 mA
- Ztratovy vykon pfi 30 A: 16 W
P20 - Na DIN-listu CSN EN 60715 TH 35
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+For use in Pollution Degree 2 Environment |
- Control circuits, for version 230 V AC only, shall be connected, in the end-use J

Application, to any Din-rail Surge Protective Device R/C (VZCA2/8) rated (1x6/2x4) mm? (1x6/2x4) mm?
@ 0.8 Nm

min. 240V AC, 50/60 Hz, VPR=1000 V, Type 3 (1x10/2x12) AWG (1x10/2x12) AWG
+ Use 75°C copper (CU) conductors for power terminals (13, 14) and 60/75°C

copper (CU) conductors the control terminals (A1, A2) of the devices.
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