Technicky list

StykaC Easy TeSys, 3P, AC-3, 6A,
240V AC civka, 50Hz, 1V
Zakladni popis

vyrobkova fada

Easy TeSys Control

typ produktu nebo soucasti

Stykad

oznadeni pristroje

LC1E

pouziti stykace

Ovladani motoru
Odporova zatéz

kategorie pouziti AC-3
AC-3e
AC-1

popis polt 3P

[Ue] jmenovité pracovni napéti

Vykonovy obvod: <= 690 V AC 50/60 Hz

[le] jmenovity pracovni proud

6 A (at <55 °C) at <= 440 V AC AC-3 for vykonovy obvod
6 A (at <55 °C) at <= 440 V AC AC-3e for vykonovy obvod
20 A (at <55 °C) at <= 440 V AC AC-1 for vykonovy obvod

[Uc] control circuit voltage

Doplniky

240V AC 50 Hz

vykon motoru (kW)

1,1 kKW at 220...230 V AC 50/60 Hz (AC-3)
2,2 kW at 380...400 V AC 50/60 Hz (AC-3)
2,2 kW at 415 V AC 50/60 Hz (AC-3)

2,2 kW at 440 V AC 50/60 Hz (AC-3)

3 kW at 500 V AC 50/60 Hz (AC-3)

3 kW at 660...690 V AC 50/60 Hz (AC-3)

sloZeni kontakta

3Z

[Ith] jmenovity tepelny proud

20 A (at 55 °C) for vykonovy obvod

Irms jmen.zapinaci proud

60 A at 440 V AC for vykonovy obvod conforming to IEC 60947-4-1

jmenovita vypinaci schopnost

48 A at 440 V for vykonovy obvod conforming to IEC 60947

[lcw] jmenovity kratkodoby
vydrzny proud

80 A 40 °C - 10 s for vykonovy obvod
45 A 40 °C - 60 s for vykonovy obvod
20 A 40 °C - 600 s for vykonovy obvod

jmenovity proud pojistky

10 A gG at <= 690 V coordination typ 1 for ovladaci obvod conforming to IEC

60947-5-1
12 A gG at <= 690 V coordination typ 1 for vykonovy obvod

pramérna impedance

2,5 mQ - Ith 20 A 50 Hz for vykonovy obvod

ztratovy vykon na pol

0,09 W AC-3
1WAC-1

[Ui] jmenovité izolaéni napéti

690 V podle IEC 60947-4-1

kategorie prepéti

stupen znegisténi
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Pravni omezeni: Tato dokumentace neni uréena jako nahrada a nesmi se pouzivat k uréeni vhodnosti nebo spolehlivosti téchto produktti pro specifické uzivatelské aplikace.



[Uimp] jmenovité impulzni 6 kV civka nepfipojena k silovému obvodu podle IEC 60947
vydrzné napéti

mechanicka zZivotnost 10000000 cykly
elektricka Zivotnost 1400000 cykly AC-3
150000 cykly AC-1
typ ovladaciho obvodu AC pfi 50 Hz
meze napéti ovl. obvodu 0,85...1,1 Uc -5...55 °C provozni 50 Hz

0,3...0,6 Uc -5...55 °C odpadnuti 50 Hz

spotreba pfi pFitahu (VA) 95 VA 50 Hz cos phi 0,75 (at 20 °C)
95 VA 60 Hz cos phi 0,75 (at 20 °C)
pfidrzny ptikon ve VA 8,3 VA 50 Hz cos phi 0,3 (at 20 °C)
8,5 VA 60 Hz cos phi 0,3 (at 20 °C)
tepelné ztraty 2...3 W for ovladaci obvod
provozni doba 12...22 ms pfi zapnuti

4...19 ms pfi vypnuti

maximalni provozni rychlost 1800 cyk/h pfi <60 °C
Pfipojeni - svorky Vykonovy obvod: sroubové svorky 1 1...4 mm? - cable stiffness: ohebny s kabelovou
koncovkou

Vykonovy obvod: Sroubové svorky 2 1...2,5 mm? - cable stiffness: ohebny s
kabelovou koncovkou

Vykonovy obvod: Sroubové svorky 1 1...4 mm? - cable stiffness: pevny bez kabelové
koncovky

Vykonovy obvod: Sroubové svorky 2 1...4 mm? - cable stiffness: pevny bez kabelové
koncovky

Ovladaci obvod: Sroubové svorky 1 1...4 mm? - cable stiffness: ohebny bez kabelové
koncovky

Ovladaci obvod: Sroubové svorky 2 1...4 mm? - cable stiffness: ohebny bez kabelové
koncovky

Ovladaci obvod: Sroubové svorky 1 1...4 mm? - cable stiffness: ohebny s kabelovou
koncovkou

Ovladaci obvod: Sroubové svorky 2 1...2,5 mm? - cable stiffness: ohebny s
kabelovou koncovkou

Ovladaci obvod: Sroubové svorky 1 1...4 mm? - cable stiffness: pevny bez kabelové

koncovky
Ovladaci obvod: Sroubové svorky 2 1...4 mm? - cable stiffness: pevny bez kabelové
koncovky

kroutici moment Vykonovy obvod: 1,2 N.m

Ovladaci obvod: 1,2 N.m

SloZeni pomocného kontaktu 1V

minimalni spinané napéti 17 V for ovladaci obvod

minimalni spinaci proud 5 mA for ovladaci obvod

izolaéni odpor > 10 MQ for ovladaci obvod

neprekryvaijici se ¢as 1,5 ms pfi zapnuti zaruena soudrznost mezi V a Z kontaktem

1,5 ms pfi vypnuti zaruena soudrznost mezi V a Z kontaktem

upevnéni Lista DIN
Deska
Prostredi
standardy IEC 60947-4-1
IEC 60947-5-1
IEC 60947-1
certifikace vyrobku CE
EAC
stuperi kryti IP IP2x podle IEC 60529
pouziti ochrany TH (stupen znecisténi 3) podle IEC 60068-2-30
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dovolena teplota okolniho -20...70 °C pfi Uc
vzduchu -60...80 °C ukladani
-5...55 °C provoz

pracovni nadmorska vyska 3000 m ne
pozarni odolnost 850 °C podle IEC 60695-2-1
mechanicka robustnost Vibrace stykaé vypnut (1,5 Gn, 5...300 Hz)

Vibrace styka¢ sepnut (3 Gn, 5...300 Hz)
Razy styka¢ vypnut (7 Gn po dobu 11 ms)
Razy stykac sepnut (10 Gn po dobu 11 ms)

vysSka 74 mm
Sirka 45 mm
hloubka 80 mm
hmotnost pristroje 0,3 kg

Jednotky baleni

Typ baleni 1 PCE
Pocet jednotek v baleni 1 1

Vyska baleni 1 5,000 cm
Sitka baleni 1 7,500 cm
Délka baleni 1 8,600 cm
Hmotnost baleni 1 340,000 g
Typ baleni 2 S02

Pocet jednotek v baleni 2 36

Vyska baleni 2 15,000 cm
Sitka baleni 2 30,000 cm
Délka baleni 2 40,000 cm
Hmotnost baleni 2 12,720 kg

Zarucéni lhuta

Zaruka 18 months
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Znacka Green Premium™ je zavazkem spolecnosti Schneider Electric dodavat produkty s
nejlepsim environmentalnim vykonem ve své tfidé. Green Premium slibuje dodrzovani nejnovéjSich
predpisU, transparentnost dopadl na Zivotni prostfedi a také cirkularni produkty a produkty s
nizkymi emisemi CO.,,.

Prirucka pro hodnoceni udrzitelnosti produktu je bila kniha, ktera objasriuje globalni standardy
ekoznacky a jak interpretovat environmentalni prohlaseni.

Prahlednost RoHS/REAChHh

Pohoda a vykon

Reach Free Of Svhc

Toxic Heavy Metal Free

Mercury Free

Rohs Exemption Information

Certifikace a normy

Narizeni Reach

Smérnice Eu Rohs V souladu

Narizeni China Rohs
Informace O Zivotnim Prostiedi

Weee Na trzich Evropské unie musi byt produkt likvidovan podle pokynt pro zvlastni sbér
odpadu a nikdy se nesmi vyhazovat do odpadkovych ko$u.

Zivotni Cyklus
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https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
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https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=LC1E0601U5_ROHS_DECLARATION&p_FileName=LC1E0601U5_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=LC1E0601U5_ROHS_DECLARATION&p_FileName=LC1E0601U5_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=LC1E0601U5_ROHS_DECLARATION&p_FileName=LC1E0601U5_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=LC1E0601U5_REACH_DECLARATION&p_FileName=LC1E0601U5_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=LC1E0601U5_REACH_DECLARATION&p_FileName=LC1E0601U5_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=LC1E0601U5_REACH_DECLARATION&p_FileName=LC1E0601U5_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=LC1E0601U5_ROHS_DECLARATION&p_FileName=LC1E0601U5_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=LC1E0601U5_ROHS_DECLARATION&p_FileName=LC1E0601U5_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=LC1E0601U5_ROHS_DECLARATION&p_FileName=LC1E0601U5_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=LC1E0601U5_ROHS_CHINA_DECLARATION&p_FileName=LC1E0601U5_ROHS_CHINA_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=LC1E0601U5_ROHS_CHINA_DECLARATION&p_FileName=LC1E0601U5_ROHS_CHINA_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=LC1E0601U5_ROHS_CHINA_DECLARATION&p_FileName=LC1E0601U5_ROHS_CHINA_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1610006EN
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1610006EN
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1610006EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1610006
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1610006
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1610006
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Offer Marketing lllustration

Product benefits / Features

Easy TeSys
Stykace

NavrZeno pro snadné pouZiti
Poskytuji nejleps! rovnovahu mezi vykonem a
rozpodétem bez kompromiso v kvalité

Snadné pouziti

Snadnéjsi instalace diky

Sroublm s univerzalni hlavou

Cenové vyhodné
Poskytuje nakiadowvd efektivni
fedeni pro jednoduché aphikace
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Technicky list

Offer Marketing lllustration

Product benefits / Features

LC1E0601U5

Easy TeSys

Contactors

Technical Benefits

9 sizes cover common
applcations from 6 to 630A

Designed to meet the requirements of
Electro-domestic and HVAC applications.

Various Relay Coil Voltages: AC

It can cover -5°C 1o 55°C working
temperature and mounted by DIN-rail,
No derating up to 3000m altitude

2.2kW to 335kW (AC3/400V)

Multi-standards certified (IEC, CCC,
EAC) and Green Premium compiant
{RoHs/Reach)

Lifels ®n | Schneider
ZE

lectric
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Offer Marketing lllustration

Product benefits / Features

Easy TeSys Stykace
Technické vyhody

9 velikosti pokryva béZné aplikace
od 6 do 630 A

NavrZzeny lak, aby spifovaly po2adavky
na aplikace v elektrotechnice a
vzduchotechnice,

| Ruzna tidici napéti civek: STRIDAVY PROUD

MiZe pokryt pracovni teplotu od -6 *C do
55 *C a montuje se na EStu DIN, bez sniZeni
vykonu a2 do nadmodské vyiky 3000 m

| 2.2 kw a2 335 kW (AC3400 V)

Multistandard: (IEC, CCC, EAC) a spifuje
pozadavky Green Premium (RoHs/Reach)
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Offer Marketing lllustration

Product benefits / Features

Easy TeSys

Contactors

Designed for the essential
Deliver the best balance between performance and

budget without any compromise on quality

Easy to use

Easier to install and operate

with multi-standard screws
Cost-effective

Provides a cost-offective
solution o a simple application

ccccc
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Offer Marketing lllustration

Product benefits / Features

Easy TeSys Stykace

Rozsah prislusenstvi

Mechanické Blok pomocnych
Dlokovan Kontakto
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Offer Marketing lllustration

Product benefits / Features

Easy TeSys Contactors

Range Accessories

Mechanical Illf\
interliock |¢¥

mrr

Tir 1I)||ﬂ|, rminal block Supp
ontact bloc module
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Technical lllustration

Assembly's dimensions

mm
[in] 45
[.77]

80

[3.14]
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