VB6-30-10-84 1/6

Detaily produktu

VB6-30-10-84

VB6-30-10-84 Mini Reversing Contactor 110 ...
127V AC -3 NO -0 NC -Screw Terminals

Obecné informace

Typ: VB6-30-10-84

Id vyrobku: GJL1211901R8104

EAN: 4013614156502

Katalogovy popis: VB6-30-10-84 Mini Reversing Contactor 110 ... 127 V AC - 3 NO - 0 NC - Screw Terminals
Detailni popis: The VB6-30-10 mini reversing contactor is a compact 3 pole contactor with 1 auxiliary

contact, screw terminals and normal mechanical interlock. They are ideally suited for
applications where reliability is a must and space is at a premium. Mini reversing
contactors are used in residential buldings, commercial buildings and industrial
applications for the control of three-phase motor loads up to 4 kW (AC-3). Further
features are the silent coil, a switch position indication and the integrated possibility for
rail or wall mounting.

Display Name: VB6-30-10-84

Objednaci udaje

Minimalni objednaci mnozstvi: 1 piece

Cislo celniho sazebniku: 85365080
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Dokumenty ke stazeni

EPLAN Data: 9AAC205198_EPLAN
List s udaji, technické informace: 1SBC100214C0202
Pokyny a prirucky: 2CDC102046M6801
CAD Dimensional Drawing: 2CDC001079B0201
Rozméry

Cista sifka vyrobku: 96.2mm

Cista hloubka vyrobku: 46.7 mm

Cista vyska vyrobku: 57.5 mm

Cista hmotnost vyrobku: 0.355 kg
Rozmérovy diagram: GJL1200447F0001
Technické tdaje

Poéet hlavnich spinacich (NO) kontakti: 3

Poéet hlavnich rozpinacich (NC) kontaktd: O

Poéet pomocnych spinacich kontakt,s 1

prodlevou:

Poéet pomocnych rozpinacich kontaktd 0

(SPDT):

Pocet polu: 3P

Normy:

Jmenovité provozni napéti:

Jmenovita frekvence (f):

IEC/EN 60947-1
IEC/EN 60947-4-1
IEC/EN 60947-5-1
UL 60947-1

UL 60947-4-1

IEC 60335-2-40 A2L

Auxiliary Circuit 690 V AC
Auxiliary Circuit 250 V DC
Main Circuit 690 V AC
Main Circuit 220 V DC

Control Circuit 400 Hz
Control Circuit 50 Hz
Control Circuit 60 Hz
Main Circuit 60 Hz
Main Circuit 50 Hz
Main Circuit DC

Klasicky tepelny proud na volném vzduchu Main Circuit 20 A

(Ith):

Jmenovity provozni proud AC-1 (le):
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(220 / 240V) 40°C20A
(220 /240V) 55°C16 A
(380 /440V)40°C20A
(380 /440V)55°C16 A
(690V)40°C6A
(690V)55°C6A
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JImenovity provozni proud AC-3 (le):

JImenovity provozni proud AC-15 (le):

JImenovity provozni proud DC-13 (le):

JImenovity provozni vykon AC-3 (Pe):

Jmenovita vypinaci schopnost AC-3 podle
IEC 60947-4-1:

Jmenovita zapinaci schopnost AC-3 podle
IEC 60947-4-1:

JImenovity kratkodoby vydrzny proud (lcw
):

JImenovité izolac¢ni napéti (Uj):

Jmenovité impulzni vydrzné napéti (Uimp):

Max. elektricka éetnost spinani:

Mechanicka trvanlivost:

Minimalni spinaci schopnost [V/mA]:

Provozni meze civky:

JImenovité napéti fidiciho obvodu (Uc¢):

Pfikon civky:

Vykonova ztrata:

Montaz na liStu DIN:

PFipojovaci prufez-hlavni obvod:

PFipojovaci prifez-pomocny obvod:

PFipojovaci prufez-ovladaci obvod:

Odizolovaci délka vodice:
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(230V) 55°C9 A
(400V)55°C9A
(500V)55°C6.5A
(690 V) NO55°C3.5A

(440 VAC)3 A
(24V)4A
(120V) 4 A
(240V) 4 A

(500 V) 2 A

(380 /400 V) 3A

(24V)25A
(110V)0.7A
(220 /240V) 0.4 A

(230 V) Three Phase 2.2 kW
(400 V) Three Phase 4 kW
(500 V) Three Phase 4 kW
(690 V) Three Phase, NO 3 kW

8xle/AC-3

10xle /AC-3
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at 40 °C Ambient Temp, in Free Air, from a Cold State 10 s 64 A

690V
acc.to UL/CSA 600V

Main Circuit 6 kV

(AC-1) 300 cycles per hour
(AC-15) 600 cycles per hour
(AC-3) 600 cycles per hour
(DC-1) 600 cycles per hour
(DC-13) 600 cycles per hour
(DC-3) 600 cycles per hour

Nr. Operations 10000000 cycle

Auxiliary Circuit 17 V
Auxiliary Circuit 5 mA

(acc. to IEC 60947-4-1) for AC supply 0.85 ... 1.1 x Uc (at © < 55 °C)
(acc. to IEC 60947-4-1) for DC supply 0.85 ... 1.1 x Uc (at 6 < 55 °C)

110 ... 127V AC

Average Holding Value 50 Hz 3.5 V-A
Average Pull-in Value 50 Hz 3.5 V-A

at Rated Operating Conditions AC-1 per Pole 1 W

TH35-15 (35 x 15 mm Mounting Rail) acc. to IEC 60715
TH35-7.5 (35 x 7.5 mm Mounting Rail) acc. to IEC 60715

Flexible with Ferrule 1/2x 1 ... 2.5 mm?

Flexible with Insulated Ferrule 1/2x 1 ... 2.5 mm?
Flexible 1/2x 1 ... 2.5 mm?

Rigid1/2x 1...4 mm?

Flexible with Ferrule 1/2x1... 2.5 mm?

Flexible with Insulated Ferrule 1/2x 1 ... 2.5 mm?
Flexible 1/2x 1 ... 2.5 mm?

Rigid1/2x1... 4 mm?

Flexible with Ferrule 1/2x 1 ... 2.5 mm?

Flexible with Insulated Ferrule 1/2x 1 ... 2.5 mm?
Flexible 1/2x 1 ... 2.5 mm?

Rigid1/2x1...4 mm?

Auxiliary Circuit 9 mm
Main Circuit 9 mm
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Kryti:

Doporuceny Sroubovak:

Utahovaci moment:

Typ svorky:

Nazev vyrobku:

Auxiliary Circuit Terminals IP20
Control Circuit Terminals IP20
Main Circuit Terminals IP20

M3
Pozidriv 1

Control Circuit 0.8 ... L1 N-m
Main Circuit 0.8 ... L1 N-m

Screw Terminals

Mini Reversing Contactor
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Technické tdaje UL/CSA

Max. provozni napéti UL/CSA:

Main Circuit 600 V AC

Klasifikace UL/CSA pro véeobecné pouziti:(300 V AC) 12 A

Jmenovity vykon v ks podle UL/CSA:

PFipojovaci prafez-hlavni obvod UL/CSA:

PFipojovaci prufez-pomocny obvod
UL/CSA:

Zatizitelnost kontaktd podle UL/CSA:

Utahovaci moment UL/CSA:

Full Load Amps Motor Use:

(115 V AC) Single Phase 0.25 Hp
(200 V AC) Three Phase 1 Hp

(220 ... 240 V AC) Three Phase 2 Hp
(230 V AC) Single Phase 0.5 Hp
(440 ... 480 V AC) Three Phase 3 Hp
(550 ... 600 V AC) Three Phase 1 Hp

Stranded 1/2x 22-10 AWG

Stranded 1/2x 22-10 AWG

A600

Auxiliary Circuit 7 in-lb
Control Circuit 7 in-lb
Main Circuit 7 in-lb

(115 V AC) Single Phase 5.8 A
(200 V AC) Three Phase 4.8 A
(220 ... 240 V AC) Three Phase 6.8 A
(230 V AC) Single Phase 4.9 A
(440 ...480V AC) Three Phase 4.8 A
(550 ...600 V AC) Three Phase 1.7 A

Udaje vnéjsiho prostiedi

Teplota okolniho vzduchu:

Operation -20 ... +55 °C
Storage -40 ... +80 °C

Max. povolena provozni nadmorska vyska: 2000 m

Odolnost vuéi razu podle IEC 60068-2-27:

11 ms Pulse 15g

Odolnost viéi vibracim podle IEC 60068-2 59 5 ... 150 Hz

-6:

Stupen znecisténi: 3

Material Compliance

Conflict Minerals Reporting Template 9AKK108467A5658

(CMRT):
REACH Declaration:

Informace RoHS:
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2CMT2021-006202

2CMT2021-006277
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Stav RoHS:

Toxic Substances Control Act - TSCA:

WEEE B2C / B2B:

Kategorie WEEE:

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019

2CMT2023-006525
Business To Business

5. Small Equipment (No External Dimension More Than 50 cm)

ABB EcoSolutions

ABB EcoSolutions:

EcoSolutions Profile:

End Of Life Disassembling Instructions:

Prohlaseni o environmentalnich
vlastnostech vyrobku - EPD:

Ano

1SFC100125C0354

1SBC100156C0269

1SAC200410H0001

Certifikaty a prohlaseni (Cisla dokumentii)

A2L Certificate - IEC:
CB certifikat:
CCC certifikat:

Prohlaseni o shodé - CE:

Declaration of Conformity - UKCA:

DNV GL Certificate:
KC Certificate:
Certifikat RMRS:

Certifikat UL:

1SAA938000-4601
1SAA938000-2002
2024010304658943
1SAD101100-3101
1SAD201100-3101
1SAA938000-0306
1SAA938000-1501
1SAA938000-0704

E191658-19881208

Baleni

Uroven baleni 1, jednotky:
Uroveii baleni 1, $ifka:

Uroveii baleni 1, délka:

Uroven baleni 1, vyska:

Uroveri baleni 1, hruba hmotnost:

Urover baleni 1, EAN:

box 5 piece
115mm

280 mm

54 mm

1.845 kg
4013614413797

Externi klasifikace a standardy

Klasifika¢ni kéd objektu:
ETIMT:

ETIM 8:

ETIM9:

Trida eClass:

UNSPSC:

Q

EC000010 - Combination of contactors
EC000010 - Combination of contactors
EC000010 - Combination of contactors
V11.0 : 27371009

39121529
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IDEA Granular Category Code (IGCC): 4761 >> Magnet contactor, AC-switching

Kategorie

Produkty > PFistroje a rozvadéce nizkého napéti > Vyrobky pro fidici aplikace > Stykace > Ministykace

Eco

Solutions™
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