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Obj. &.:
Article No. :

C. zakazky zakaznika :
Client order no. :

6SL3210-5BE32-2CV0

C. polozky :
Item no. :

C. zakézky : C. komentére :
Order no. : Consignment no. :
C. nabidky : Projekt :
Offer no. : Project :
Pozndmka :
Remarks :
Jmenovité parametry VSeobecna technicka data
Rated data General tech. specifications
Vstup Ucinik A 072
Input Power factor A !
Pocet fazi o Uhel skluzu cos ¢
Number of phases 3 Stfidave Offset factor cos @ e
P U¢innost
Sitove napet] 380...480V-15%+10 % 1nnostn 0,98
Line voltage Efficiency n
Sit'ova frekvence el Trida filtru (integrovaného) Trida A
Line frequency z Filter class (integrated) Class A
Vystup S integrovanou odporovou brzdou Ano
Output With integrated braking chopper Yes
Pocet fazi I .
ocet fazf 3 Stfidavé Komunikace
NI @ iEsss Communication
Jmenovité napéti 400V IEC 480V NEC" Komunikace USS, Modbus RTU
Rated voltage Communication USS, Modbus RTU
Jmenovity vykon (LO)
Rated power (LO) OS] A0 Vstupy / vystupy
Inputs / outputs
;Zz:szxzr\%lg;n HO) 22,00 kW 30,00 hp Digitalni vstupy - standardni
Standard digital inputs
Jmenovity proud (LO)
Rated current (LO) 60,004 22,004 Pocet 4
Number
Jmenovity proud (HO) o
Rated current (HO) 45.00A 40.00A g'g'tlaml vystupy
igital outputs
Jmenovity proud (IN)
Rated current (IN) 60,00 A Pocet jako pFepin. kontakty relé ]
Number as relay changeover contact
Elrj(lestvf(:;cuee:;;pulzu 4,00 kHz Pocet jako tranzistor ’
Number as transistor
Vystupni frekvence 0. 550 Hz

Output frequency

Schopnost snaset pretizeni

Overload capability

Low Overload (LO)
Low Overload (LO)

110% jmenovitého vystupniho proudu po dobu 60 s, doba cyklu 300 s.
110 % rated output current for 60 s, cycle time 300 s

High Overload (HO)
High Overload (HO)

150% jmenovitého vystupniho proudu po dobu 60 s, doba cyklu 300 s.
150 % rated output current for 60 s, cycle time 300 s

Technické zmény vyhrazeny! Mohou existovat rozdily mezi Gidajovym listem a typovym Stitkem.
Technical data are subject to change! There may be discrepancies between calculated and rating plate values.

Analogové vstupy
Analog inputs

2 (Lze pouzit jako doplrikovy digitaIni
vstup)
2 (Can be used as additional digital input)

Pocet
Number

Analogové vystupy
Analog outputs

Pocet
Number
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Pozadavky na okolni prostredi
Ambient conditions

Ztraty ménice podle normy IEC61800-9-2*
Converter losses to [EC61800-9-2*

Chlazenf Externi ventilator T¥ida ucinnosti IE2
Cooling External fan Efficiency class
Instalacni nadmorska vyska Porovndni s referenénim ménicem (90%
cnina vy 1000 m (3 280,84 stop) WA ' e
Installation altitude 1 100%) 391 9%
Comparison with the reference converter !
Teplota okolniho prostiedi (90% / 100%)
Ambient temperature
flciez -10...60°C (14 ... 140 °F)
Operation I t 465,0 W (1,5 %) 524,0 W (1,7 %) 606,0 W (1,9 %)
100% )
kl ani
Skladovani -40 ... 70 °C (40 ... 158 °F)
Storage

Relativni vlhkost vzduchu
Relative humidity

Provoz, max.

i 95 % 286,0 W (0,9 %) 310,0 W (1,0 %) 339,0W (1,1 %)

Max. operation 50% @ ®

Pfipojeni
Connections 225,0W (0,7 %) 236,0 W (0,8 %)
25% @

Délka vedeni k motoru, max.
Max. motor cable length

Stinény

LS 50 m (164,04 stop) >

Shielded 50% 90% f

Nestinény P PRV . " . o

Unshielded 100 m (328,08 stop) Procentualni hodnoty udavaji ztraty vzhledem ke jmenovitému vykonu ménice.

The percentage values show the losses in relation to the rated apparent power of the converter.

Diagram ukazuje ztraty pro body (podle normy IEC61800-9-2) proud (I) tvoficich
relativni moment prostrednictvim relativni frekvence starotoru motoru (f).
Hodnoty plati peo zakladni provedeni ménice bez volitelnych
dopliikd/komponentd.

The diagram shows the losses for the points (as per standard IEC61800-9-2) of the relative
torque generating current (1) over the relative motor stator frequency (f). The values are valid
for the basic version of the converter without options/components.

Mechanické parametry
Mechanical data

Prachozi montéaz / montaz na sténu /
instalace natésno

Through-hole mounting / wall mounting /
side-by-side mounting

Montazni poloha
Mounting position

Druh kryti typ IP20 / UL open
Degree of protection IP20 / UL open type

* vypocitané hodnoty
*calculated values

Konstrukéni velikost FSE

Frame size "Hodnota vystupniho proudu a tdaje o vykonu plati pro rozsah napéti od 440 V do 480 V
The output current and HP ratings are valid for the voltage range 440V-480V

Cistd hmotnost

6,99 kg (15,41 Ib) ?0d 40 °C zohlednéte snizenf vykonu

er weight Please observe derating at temperatures of 40 °C or above
Rozméry
Dimensions
Sitka i
ik 24 500,0 mm (9,65 in)
Vy;ka 26 450,0 mm (10,41 in)
Height
Hloubka 20900,0 mm (8,23 in)
Depth
Normy
Standards

Shoda s pozadavky norem
Compliance with standards

Znacka CE
CE marking

Technické zmény vyhrazeny! Mohou existovat rozdily mezi Gidajovym listem a typovym Stitkem.

CE, cULus, C-Tick (RCM), KC
CE, cULus, C-Tick (RCM), KC

EN 61800-5-1 /EN 60204-1 a EN 61800-
3
EN 61800-5-1 /EN 60204-1 and EN 61800-3
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