SIEMENS

Datovy list

3SU1000-5BL11-0AA0

Siemens
EcoTech

Nazev znacky produktu
oznaceni produktu
provedeni produktu
oznaceni typu produktu

skupina produktu

typové Cislo vyrobce spole¢né dodavaného klice

prepinac na kli¢ SIEMENS, C, 22 mm, kulatého tvaru, plast, kli¢ ¢. S-10-CG, s 2
kli¢i, 3 spinaci polohy I-O-Il, s aretaci, Uhel spinani 2x45°, 10:30h/12h/13:30h,
poloha pro vytazeni kli¢e 1+O+l|

SIRIUS ACT

klicovy spina¢
ovladaci/signalizaéni prvek
3SU1

plast, ¢erny, 22 mm
3SU1950-0FP80-0AAQ

zpusob funkce ovladaciho prvku

zaklapavaci, 2x45° (10:30h/12h/13:30h)

rozSifeni produktu volitelna vybava osvétlovaci prostfedek Ne
barva

e ovladaciho prvku stfibrna
material ovladaciho prvku kov
tvar ovladaciho prvku klic
vnéjsi priumér ovladaciho prvku 29,5 mm
pocet mist spinani 3
poloha spinace pro vytazeni klice O+I+ll
uhel spinani

e doprava 45°

e doleva 45°
znacka zamku Siemens, C
¢islo klice S-10-CG
soucast produktu ¢elni krouzek Ano
provedeni ¢elniho krouzku Standard
material ¢elniho krouzku plast
barva €elniho krouzku éerna

Druh kryti IP
stupen kryti IP pfipojovaci svorky
stupen kryti NEMA
razova pevnost
e podle IEC 60068-2-27

e pro drazni aplikace podle DIN EN 61373

unavova pevnost
e podle IEC 60068-2-6

e pro drazni aplikace podle DIN EN 61373

IP66, IP67, IP69(IP69K)
1P20
1,2,3,3R, 4,4X,12,13

sinusova polovina 15 g/ 11 ms

kategorie 1, tfida B

10...500 Hz: 5 g
kategorie 1, tfida B
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_IC03_XX_07215
https://mall.industry.siemens.com/teddatasheet/?format=PDF&mlfbs=3SU1950-0FP80-0AA0&language=cs&caller=documentservice

hustota spinani maximalni 1800 1/h

mechanicka zivotnost (pocet spinacich cykli) typicka 1 000 000
hodnota

referencni znacka podle IEC 81346-2:2009 S
Smeérnice RoHS (datum) 10/01/2014
Netto hmotnost na MJ 125¢g

Parametry souvisejici s bezpecnosti

podil nebezpeénych vypadku pfi nizké mife vyzadani podle SN 20 %

31920

hodnota B10 pfi vysoké mife vyzadani podle SN 31920 300 000
T1 hodnota pro Proof-Test intervalu nebo doby pouziti podle 20 a
IEC 61508

Podminky okolniho prostredi

okolni teplota

e béhem provozu -25 ... +70 °C

e béhem skladovani -40 ... +80 °C
kategorie prostfedi béhem provozu podle IEC 60721 3M86, 3S2, 3B2, 3C3, 3K6 (pfi relativni vihkosti vzduchu 10 ... 95 %)
vyska 29,5 mm
Sirka 29,5 mm
tvar montazniho otvoru kruhové
montazni primeér 22,3 mm
kladna tolerance montazniho praméru 0,4 mm
montazni vyska 61 mm
montazni Sirka 29,5 mm
montazni hloubka 25,4 mm

Aprobace Certifikaty

e potencidl globalniho oteplovani [CO2 eq] / béhem vyroby 0.566 kg

e potencidl globalniho oteplovani [CO2 eq] / béhem 0.235 kg
provozu
e potencidl globalniho oteplovani [CO2 eq] / po skon&eni -0.0145 kg
doby Zivotnosti
e potencidl globalniho oteplovani [CO2 eq] / celkem 0.787 kg
Environment General Product Approval Maritime application

Environmental Con- (.]
firmations
Siemens -

EcoTech EPD e@us

Maritime application other
13 RS

Dalsi informace

Informace o baleni

Informace o baleni

Information for data generation and storage
https://support.industry.siemens.com/cs/ww/en/view/109995012

Informace- a Stahnout Center

https://www.siemens.com/ic10

Industry Mall (online objednavkovy systém)
https://mall.industry.siemens.com/mall/cs/cs/Catalog/product?mlifb=3SU1000-5BL11-0AAQ

CAx Online generator
https://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3SU1000-5BL 11-0AAQ

Confirmation

Sluzba&Podpora (Manualy, Navod k obsluze, Certifikaty, Vlastnosti, FAQs, ...)
https://support.industry.siemens.com/cs/ww/en-CS/ps/3SU1000-5BL11-0AAQ
Databaze obrazek (Fotografie produktu, 2D Vykresy rozmér, 3D Modely, Schéma zapojeni vnitinich obvodu, EPLAN Makra, ...)
https://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3SU1000-5BL 11-0AA0&lang=en
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https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=3SU1000-5BL11-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=591
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=3SU1000-5BL11-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=591
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=3SU1000-5BL11-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=5702&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=3SU1000-5BL11-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=5690&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=3SU1000-5BL11-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=5691&CertificateApprovalOfficeId=586
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=3SU1000-5BL11-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=3020&CertificateApprovalOfficeId=4488
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=3SU1000-5BL11-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=446&CertificateId=455&CertificateApprovalOfficeId=543
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=3SU1000-5BL11-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=446&CertificateId=480&CertificateApprovalOfficeId=566
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=3SU1000-5BL11-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=446&CertificateId=489&CertificateApprovalOfficeId=574
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=3SU1000-5BL11-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=446&CertificateId=490&CertificateApprovalOfficeId=576
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=3SU1000-5BL11-0AA0&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=447&CertificateId=454&CertificateApprovalOfficeId=553
Informace o�balen�
https://support.industry.siemens.com/cs/ww/en/view/109995012
https://www.siemens.com/ic10
https://mall.industry.siemens.com/mall/cs/cs/Catalog/product?mlfb=3SU1000-5BL11-0AA0
https://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3SU1000-5BL11-0AA0
https://support.industry.siemens.com/cs/ww/en-CS/ps/3SU1000-5BL11-0AA0
https://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3SU1000-5BL11-0AA0&lang=en
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_IC03_XX_14830
https://support.industry.siemens.com/cs/ww/cs/pv/3SU10005BL110AA0

