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e Stupen ochrany: IP66
e Okolni teplota: -25—50 °C
e Mechanicka pevnost: IK10
: (&‘ e Zivotnost: 200000 hodin / L95 @25°C
< o Uginnost svitidla: 179 Im/W
= \ ¢ Index podani barev CRI: 80-89, 4000—4000 K
‘ e Tolerance chromati¢nosti (MacAdam): SDCM3
o Kabelové vyvodky: Sroubovaci PG 13,5
e Tfida ochrany: |
e Maximalni pocet svitidel na jisti¢ B16: 25
e Maximalni pocet svitidel na jisti¢ C16: 38
e Hodnota blikani Pst LM: 0,076
o Uginik: 0,95
¢ Hodnota stroboskopického efektu SVM: 0,022
Celkové harmonické zkresleni: 15
Trida energetické Ucinnosti svételného zdroje: B

o Zékladna: Sedy PC (vysoka mechanicka odolnost, UV stabilita, RAL 7035)
o Difuzor: Translucentni PC (vysokd mechanicka odolnost, UV stabilita)

o Reflektor: Ocelovy plech bilé barvy (RAL 9003)

e Klipy: Polyamid + 15 % skelné vlakno

e Tésnéni: Polyuretan (PUR), vypénéna drazka zékladny

¢ Jedinec¢nd konstrukce svitidla odoIného proti vihkosti a prachu s krytim IP66 s vestavénymi hlinikovymi chladici
e Optimalni montazni vyska svitidla 3,5az 10 m
o Elektronicky driver ON/OFF (AC, DC na vyzadani)

Pfipojeni: BezSroubova tiipdlova svorkovnice, 3-zilova propojovaci kabelaz pro pribéznou montaz (prifez 1,5mm2, na vyzadani i 2,5mm?2)

: A :
| D . 145
| | |
— — —
é s ™ Yy H"1 y ; /O o =
[ LT L[ L[ ] (—— Yo ©
NI
30 (3 30°
. Svételny tok LED Svételny tok - P - P |
< Ta Max.: s e i Spotieba svitidla:  Ucinnost svitidla:  Hmotnost netto:
Kéd Typ [ocl zdroji svitidla: lwl "mlwl [kgl lmml [mm]
[Im [im]
10051 itz ZoiE 2 PO Al 50 6600 6140 343 179 2,6 1172 700

6400/840 1F

Uvedené hodnoty spotreby a svételného toku jsou dle platnych standardd v toleranci + 7,5 %
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