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ETITECV T2 255/20 4+0

Specifikace
Kod ETI

Popis

Typ

AC max continous operating voltage Uc

In (8/20)

Up - Uroven ochrany napéti (kV)

Svodovy proud
Aplikovana technologie
Dalkova signalizace
Typ sité

Pocet modull
Vestavna hloubka (mm)
Funkce

Skupina katalogu

Dalsi dokumentace

IS

002442956
ETITECV T2 255/20 4+0
T2

255V

20kA

1.5kV

Ano

MOV

Ne

TN-S

4

68mm

SPD
ETITECV

Online stranka produktu 00

Katalog technickych udaju
3D model

2D File

Navod

Prohlaseni CE

Eplan file


www.etielektroelement.cz
https://www.etielektroelement.cz/produkty-2/002442956
https://www.etielektroelement.cz/produkty-2/002442956
https://www.etielektroelement.cz/produkty-2/002442956
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/e08f48c2-e055-4bbc-90be-fc70f3d0007b
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/d7fffb9d-bdd5-4650-ba0a-059aca51b480
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/ed2d1cb8-edef-43c0-a370-e1280a9667ea
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/383cd994-56ef-4b17-8d99-f59e7e71e393
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/e659a8a9-bada-446f-8ca1-921c18b9f0c6
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/5bf153ad-785c-4b55-92a1-34aad3c29177

Mezinarodni klasifikace ETIM

Klasifikace

Nazev tfidy

System configuration DC

System configuration IT

System configuration TN-C

System configuration TN-S

System configuration TT

System configuration other

Nominal discharge surge current (8/20)
Nominal voltage AC

Short-circuit breaking capacity (Isccr)
Max. continuous voltage AC

Max. discharge surge current (8/20)
Mounting method

Max. conductor cross section solid (solid, stranded)
Max. conductor cross section flexible (fine-strand)
With remote signalling contact
Integrated backup fuse

Signalling at the device

Category type 2

Degree of protection (IP)

o ELLM

EC000941
Surge protection device for power supply systems
Ne

Ne

Ne

Ano

Ne

Ne

20kA
230V
25kA
255V
40kA

DIN rail (top hat rail) 35 mm
35mm?2
25mm?2
Ne

Ne
Optical
Ano

IP20
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Symbol/pripojeni
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V:High-energy varistor

(296 Specific gas tube

Ft: Therrl fuse

(: Remote signaling contact

1" Themnal disconnection system
Mi: Disconnection indicator
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