Technicky list

Specifikace

Objimka, Harmony XB4, Harmony
XB5, pro hlavici 22 mm, univerzalni
LED, pruzinové svorky, 110...120 V

ZBVG15
Zakladni popis
vyrobkova fada Harmony XB5
Harmony XB4
typ produktu nebo soucasti Objimka
Kratky nazev zarizeni ZBV
prodej v nedélitelIném mnozstvi 5

pripojeni - svorky

Nasuvny, <= 2 x 1,5 mm? s vedeni s dutinkami podle IEC 60947-1
Nasuvny, >= 1 x 0.34 mm? without wire end ferrule podle IEC 60947-1

typ signalizace

Trvala

svételny zdroj

Universal LED

patice zarovky

Integrovana LED

napajeni svételného bloku

Piimé

barva svételného zdroje

Bila

[Us] jmenovité napajeci napéti

Doplnky

110...120 V AC pfi 50/60 Hz

CAD celkova Siirka 35,6 mm

CAD celkova vyska 14,8 mm

CAD celkova hloubka 9,8 mm
hmotnost pristroje 0,005 kg

meze napajeciho napéti 102...132 V AC
spotieba proudu 19 mA

Zivotnost

100000 H pfi jmenovitém napéti a 25 °C

odolnost proti prepéti

1kV podle IEC 61000-4-5

montaz el. bloku

Celni montaz

predstaveni pristroje

Zakladni element

Prostredi

stupen ochrany TH
teplota okoli pro uskladnéni -40...70 °C
provozni teplota -40...70 °C

stupen kryti IP

14. 11. 2025

IP20 podle IEC 60529
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Pravni omezeni: Tato dokumentace neni uréena jako nahrada a nesmi se pouzivat k uréeni vhodnosti nebo spolehlivosti téchto produktti pro specifické uzivatelské aplikace.



Normy

IEC 60947-1

IEC 60947-5-1

IEC 60947-5-4

IEC 60947-5-5

UL 60947-1

UL 60947-5-1

UL 60947-5-5

UL 1059

UL 486E

CSA C22.2 No 60947-1
CSA C22.2 ¢. 60947-5-1
CSA C22.2 No 158
CSA C22.2 No 65
IACS E10

GB /T 14048.5

certifikace vyrobka

EAC

IECEE CB Schéma
CccC

uL

CSA

odolnost proti rychlym
prechodiim

2 kV podle IEC 61000-4-4

odolnost proti elektromag. polim

10 V/m podle IEC 61000-4-3

odolnost proti elektrostatickému
vyboji

4 kV pfi kontaktu (na kovovych ¢astech) podle IEC 61000-4-2
8 kV ve volném vzduchu (v izolaénich ¢astech) podle IEC 61000-4-2

elmag. vyzarovani

Tfida B podle IEC 55011

[Us] jmenovité napajeci napéti 110...120 V
Jednotky baleni

Typ baleni 1 PCE
Pocet jednotek v baleni 1

Vyska baleni 1 5,600 cm
Sitka baleni 1 4,400 cm
Délka baleni 1 2,700 cm
Hmotnost baleni (libry) 4,000 g
Typ baleni 2 BB1
Pocet jednotek v baleni 2 4

Vyska baleni 2 5,600 cm
Sitka baleni 2 4,400 cm
Délka baleni 2 5,400 cm
Hmotnost baleni 2 43,000 g
Typ baleni 3 S03

Pocet jednotek v baleni 3 640
Vyska baleni 3 30,000 cm
Sitka baleni 3 30,000 cm
Délka baleni 3 40,000 cm
Hmotnost baleni 3 7,654 kg
Zaruéni lhata

Zaruka (v mésicich) 18

Scfénelder

Electric

14.11. 2025



Y .
'. Environmental Data

Spole¢nost Schneider Electric si klade za cil dosahnout do roku 2050 nulového stavu diky partnerstvi v dodavatelském fetézci,
materialim s mensim dopadem a obéznosti prostfednictvim nasi pokracujici kampané "Use Better, Use Longer, Use Again" s cilem
prodlouzit Zivotnost a recyklovatelnost produktu.

Vysvétleni Environmental Data >

Jak hodnotime udrzitelnost produktd >

@ environmentalni stopa

Celkova uhlikova stopa zivotniho cyklu 19
Informace o Zivotnim prostfedi Environmentalni profil produktu
Use Better

< Materialy a obaly
Baleni s karténovym obalem Ano
Obal bez plastu Ano

Proaktivni shoda (Produkt mimo ramec pravnich predpist

Smérnice EU RoHS tykajicich se EU RoHS)

Cislo SCIP Dfbb2ec5-eb7a-4ddf-9e47-b08296adc103
Nafizeni REACh Deklarace REACh
Use Again

© Prebaleni a opétovna vyroba

Zivotni cyklus Informace o ukonéeni Zivotnosti

Zpétny odbér Ano

Na trzich Evropské unie musi byt produkt likvidovan
WEEE S§titek >§ podle pokynl pro zvlastni sbér odpadu a nikdy se nesmi
vyhazovat do odpadkovych kosu.
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https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2302007EN
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2302007EN
https://download.schneider-electric.com/files?p_Doc_Ref=ZBVG15_ROHS_DECLARATION&p_FileName=ZBVG15_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=ZBVG15_ROHS_DECLARATION&p_FileName=ZBVG15_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=ZBVG15_REACH_DECLARATION&p_FileName=ZBVG15_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=ZBVG15_REACH_DECLARATION&p_FileName=ZBVG15_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2302007EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2302007EN
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Dimensions Drawings

Dimensions

with ZB5AZ009 Fixing Collar

mm

413
1.63

L 234
0.92

with ZB4BZ009 Fixing Collar
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Mounting and Clearance

Mounting

Mounting and Unmounting

Panel cut-out Dimension
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43 mm
1.70in.

v
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Connections and Schema

Wiring

Wiring and Unwiring

3 1 X1
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Technical lllustration

Dimensions
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Technical lllustration

Wiring diagram
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Offer Marketing lllustration

Product benefits / Features

Features
Harmony XB4/XB5 Compact Push-in blocks

37% thinner Installation costs
than a saved through reduced
standard block wiring time and effort

A

Fully compatible Available as single block,
with current sub-assemblies and
Harmony offer complete units (both plastic
and metal ranges)

Simphified inventory
management

10 Lifels ®n | Schneider 14. 11. 2025
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Offer Marketing lllustration

Product benefits / Features

Technical Benefits
Harmony XB4/XB5 Compact Push-in blocks

14.11. 2025 Lifels®n | Schneider
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Offer Marketing lllustration

Product benefits / Features

Technical Benefits
Harmony XB4

Conformity with IEC, Up to IPG6, 67, 69,

High vibration resistance
UL, CSA, CCC EAC, and SEE S X e
JIS standard " 4X protection ratings with shake-proof
U ICIN 0 A Ve terminal screws
CE marking and marine T
approvals

Operating temperature l Secure switching of
from -40°C ~to 70°C Shock protection level inductive or heavy DC
up to IK06 loads directly - 100 000

operations at 10A, 24V dc

12 LifelsOn | Schneider
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Offer Marketing lllustration

Product benefits / Features

Features
Harmony XB4

Excellen

P, connector,
Faston co
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Image of product / Alternate images

Alternative
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