SIEMENS

Datovy list

3RU2116-1BB1

SIEMENS.

Nazev znacky produktu
oznaceni produktu

oznaceni typu produktu

relé na pretizeni 1,4...2,0 A tepelné pro ochranu motor(i konstrukéni velikost SO0,
tfida 10 samostatna montaz hlavni obvod: Sroub pomocny obvod: Sroub ruéni-
automaticky RESET

SIRIUS
tepelné relé na pretizeni
3RU2

Obecné technické udaje

konstrukéni velikost relé na pretizeni

konstrukéni velikost stykace kombinovatelné specifické
podle firmy

ztratovy vykon [W] pfi jmenovité hodnoté proudu u AC za
teplého provozniho stavu

e na kazdy pdl
izolaéni napéti pfi stupni znecisténi 3 pfi AC jmenovita hodnota
razova pevnost jmenovita hodnota
maximalni pfipustné napéti pro bezpe¢né oddéleni

e v sitich s neuzemnénym nulovym bodem mezi
pomocnym a pomocnym proudovym okruhem

e v sitich s uzemnénym nulovym bodem mezi pomocnym a
pomocnym proudovym okruhem

e v sitich s neuzemné&nym nulovym bodem mezi hlavnim a
pomocnym proudovym okruhem

e v sitich s uzemnénym nulovym bodem mezi hlavnim a
pomocnym proudovym okruhem

razova pevnost podle IEC 60068-2-27
referencni znacka podle IEC 81346-2:2009
Smérnice RoHS (datum)

SVHC substance name

Netto hmotnost na MJ

S00
S00

57W

1.9W
690 V
6 kV

440 V

440V

440V

440V

89/11 ms

F

10/01/2009

Lead - 7439-92-1
0,185 kg

Podminky okolniho prostredi

vyska mista montaze pfi vySce nad hladinou mofe maximailni
okolni teplota
e béhem provozu
e béhem skladovani
e béhem prepravy
teplotni kompenzace
relativni vihkost vzduchu béhem provozu

2000 m

-40 ... +70 °C
-55 ... +80 °C
-55 ... +80 °C
-40 ... +60 °C
10 ...95 %

Hlavni proudovy okruh

pocet polu pro hlavni proudovy okruh 3
nastavitelna hodnota odezvy proudu spousté na pretizeni 14..2A
zavislé na proudu
e provozni vykon jmenovita hodnota 690 V
e provozni napéti u AC-3e jmenovita hodnota maximalni 690 V
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provozni frekvence jmenovita hodnota 50 ... 60 Hz

provozni proud jmenovita hodnota 2A
provozni proud u AC-3e pfi 400 V jmenovita hodnota 2A
provozni vykon
e UAC-3
— pfi 400 V jmenovita hodnota 0,75 kW
— pfi 500 V jmenovita hodnota 0,75 kW
— pfi 690 V jmenovita hodnota 1,1 kW
e uAC-3e
— pfi 400 V jmenovita hodnota 0,75 kW
— pfi 500 V jmenovita hodnota 0,75 kW
— pfi 690 V jmenovita hodnota 1,1 kKW
provedeni pomocného spinace integrovany
pocet rozpinacich kontakt pro pomocné kontakty 1
e poznamka pro vypnuti stykace
pocet zapinacich kontaktii pro pomocné kontakty 1
e poznamka pro hlaseni ,uvolnéno®
pocet prepinacich kontaktl pro pomocné kontakty 0

provozni proud pomocnych kontaktt u AC-15

e pii 24V 3A

e pii 110 V 3A

e pii 120 V 3A

e pii 125V 3A

® pii 230 V 2A

® pii 400 V 1A

® pii 690 V 0,75 A
provozni proud pomocnych kontaktt u DC-13

e pii 24V 2A

e pii 60V 0,3A

e pii 110 V 0,22 A

e pii 125V 0,22 A

® pii 220 V 0,11 A
zatizitelnost pomocnych kontakt( podle UL B600 / R300
trida vybaveni CLASS 10
provedeni spousté na pretizeni tepelny

Jmenovité udaje UL/CSA

proud pfi plném zatizeni (FLA) pro 3fazovy asynchronni

motor
e pfi 480 V jmenovita hodnota 2A
e pii 600 V jmenovita hodnota 2A

Ochrana pred zkratem
provedeni pojistkové vliozky

e pro ochranu pomocného spinace proti zkratu nezbytna pojistka gG: 6 A, rychla: 10 A
vybava

Instalace/ Pfipevnéni/ Rozméry

Montéazni poloha samostatna montaz: u svislé montazni polohy Ize o +/-135° otocit a +/- 45°
sklopit
zpusob upevnéni samostatna instalace
vyska 89 mm
Sirka 45 mm
hloubka 80 mm
soucast vyrobku odnimatelna svorka pro pomocny a fidici Ne
proudovy okruh
provedeni elektrického pripojeni
e pro hlavni proudovy okruh Sroubovaci pripojka
e pro pomocny a fidici proudovy okruh Sroubovaci pripojka
usporadani elektrického pfipojeni pro hlavni proudovy nahore a dole
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okruh
typ pfipojitelnych prareza vodicu
e pro hlavni kontakty

— jedno- nebo vicekabelové 2x (0,5 ... 1,5 mm?), 2x (0,75 ... 2,5 mm?), 2x 4 mm?
— s jemnymi dratky s koncovym zpracovanim Zil 2x (0,5 ... 1,56 mm?), 2x (0,75 ... 2,5 mm?)
e u kabelt AWG pro hlavni kontakty 2x (20 ...16), 2x (18 ... 14), 2x 12

typ ptipojitelnych prireza vodicu
e pro pomocné kontakty

— jedno- nebo vicekabelové 2x (0,5 ... 1,5 mm?), 2x (0,75 ... 2,5 mm?)
— s jemnymi dratky s koncovym zpracovanim Zzil 2x (0,5 ... 1,5 mm?), 2x (0,75 ... 2,5 mm?)
e u kabelt AWG pro pomocné kontakty 2x (20 ... 16), 2x (18 ... 14)
utahovaci moment
e pro hlavni kontakty 0,8...1,2N'm
e pro pomocné kontakty 0,8...1,2N'm
provedeni stopky Sroubovaku prdmér 5 ... 6 mm
velikost hrotu Sroubovaku Pozidriv vel. 2

provedeni zavitu pripojovaciho Sroubu
e pro hlavni kontakty M3
e pomocnych a ovladacich kontaktt M3

Parametry souvisejici s bezpecnosti

cetnost vypadku [FIT] pfi nizké mife vyzadani podle SN 50 FIT
31920
MTTF pfi vysoké mife vyzadani 2280 a
T1 hodnota
e pro Proof-Test intervalu nebo doby pouziti podle IEC 20 a
61508
stupen kryti IP na predni strané podie IEC 60529 1P20
ochrana pred nebezpeénym dotykem na predni strané s ochranou pfed nebezpeénym dotykem prstem pfi svislém kontaktu zpfedu

podle IEC 60529

provedeni indikatoru pro polohu spinace posuvny uzaver
Aprobace Certifikaty

e potencidl globalniho oteplovani [CO2 eq] / béhem vyroby 0.978 kg
e potencidl globalniho oteplovani [CO2 eq] / béhem prodeje 0.0425 kg

e potencidl globalniho oteplovani [CO2 eq] / béhem 39 kg

provozu

e potencial globalniho oteplovani [CO2 eq] / po skon&eni -0.0449 kg

doby Zivotnosti

e potencidl globalniho oteplovani [CO2 eq] / celkem 39.9 kg
Environment General Product Approval

- UK ce

General Product Approval For use in hazardous locations Test Certificates
: Type Test Certific- Special Test Certific-
[ H [ A R \\% ] E(: F_ X @ ates/Test Report ate
IECEx ATEX

Maritime application
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https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=5669&ci=5690&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=5669&ci=498&cao=591
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=5669&ci=498&cao=591
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=439&ci=458&cao=548
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=439&ci=5596&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=439&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=439&ci=5597&cao=5589
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=441&ci=475&cao=554
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=441&ci=465&cao=554
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=445&ci=495&cao=553
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Dalsi informace

Informace o baleni

Informace o baleni

Information for data generation and storage
https://support.industry.siemens.com/cs/ww/en/view/109995012

Informace- a Stahnout Center

https://www.siemens.com/ic10

Industry Mall (online objednavkovy systém)
https://mall.industry.siemens.com/mall/cs/cs/Catalog/product?mifb=3RU2116-1BB1
Sluzba&Podpora (Manualy, Navod k obsluze, Certifikaty, Vlastnosti, FAQs, ...)
https://support.industry.siemens.com/cs/ww/en-CS/ps/3RU2116-1BB1

Databaze obrazek (Fotografie produktu, 2D Vykresy rozmér, 3D Modely, Schéma zapojeni vnitfnich obvodt, EPLAN Makra, ...)
https://www.automation.siemens.com/bilddb/cax_de.aspx?mifb=3RU2116-1BB1&lang=en

CAXx Online generator
https://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3RU2116-1BB1
Charakteristické krivky
https://curves.simaris.siemens.com/curves/<mmp_prod_noCOMP="HAUPT"></mmp_prod__no>
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https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=446&ci=449&cao=538
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=446&ci=455&cao=543
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=446&ci=464&cao=552
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=446&ci=489&cao=574
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=446&ci=490&cao=576
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=446&ci=491&cao=577
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=447&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=447&ci=5727&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=447&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=3151&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/cs/ps/3RU2116-1BB1/Certificate?ct=3151&ci=495&cao=553
Informace o�balen�
https://support.industry.siemens.com/cs/ww/en/view/109995012
https://www.siemens.com/ic10
https://mall.industry.siemens.com/mall/cs/cs/Catalog/product?mlfb=3RU2116-1BB1
https://support.industry.siemens.com/cs/ww/en-CS/ps/3RU2116-1BB1
https://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3RU2116-1BB1&lang=en
https://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3RU2116-1BB1
https://curves.simaris.siemens.com/curves/%3Cmmp_prod_noCOMP=%22HAUPT%22%3E%3C/mmp_prod__no%3E
https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_NSA0_XX_93003
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_NSA0_XX_93614
https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_NSA0_XX_01374
https://support.industry.siemens.com/cs/ww/cs/pv/3RU21161BB1

