SIEMENS

Datovy list 5SL6503-7

jisti€ 230V 6kA, 1+Npdl., C, 3A

Nazev znacky produktu SENTRON
oznaceni produktu jisti€

Obecné technické udaje

pocet poli 2
provedeni pol 1P+N
trida spoustéci charakteristiky C
mechanicka Zivotnost (pocet spinacich cyklt) typicka 10 000
hodnota

druh napéti provozniho napéti AC

druh napéti Pouziti jen v obvodech stfidavého proudu nebo v obvodech stejnosmérného
proudu. pouziti v kombinaci neni povolené

izola€ni napéti (Ui)

o pfi jednofazovém provozu u AC jmenovita hodnota 250V

e provozni proud

— pfi 30 °C jmenovita hodnota 3A

— pfi 40 °C jmenovita hodnota 2,82 A

— pfi 55 °C jmenovita hodnota 2,52 A
e provozni proud u AC jmenovita hodnota 3A

Napajeci napéti

napajeci napéti u AC 230V
rozsah hodnot frekvence napajeciho napéti 50/60 Hz
provozni napéti

e u DC jmenovita hodnota maximalni 62,5V

° provozni napéti 62,5V DC na jeden pél zohledriuje napéti pfi nabijeni baterie s
maximalni hodnotou 72V

Trida ochrany
Druh kryti IP IP20, s pfipojenymi vodici
Spinaci schopnost

spinaci schopnost proud
e podle EN 60898 jmenovita hodnota 6 kA
e podle IEC 60947-2 jmenovita hodnota 6 kA
Rozptyleni

ztratovy vykon [W] pfi jmenovité hodnoté proudu u AC za 1,2W
teplého provozniho stavu na kazdy pdl

zpusobilost k pouziti obytna budova / infrastruktura

Podrobnosti o produktu

vybava produktu ochrana proti dotyku Ano
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soucast produktu spole¢né zapinajici neutralni vodic Ano

vlastnost produktu nehalogenovy Ano
vlastnost produktu plombovatelny Ano
vlastnost produktu bez silikonu Ano
rozsireni produktu Ize namontovat pridavna zarizeni Ano

Pripojeni
pripojitelny prifez vodice jednokabelovy
e minimalni 0,75 mm?
e maximalni 25 mm?
pripojitelny prifez vodice vicedratovy
e minimalni 0,75 mm?
e maximalni 25 mm?

pripojitelny prifez vodice s jemnymi dratky s koncovym
zpracovanim zil

e minimalni 0,75 mm?

o maximalni 25 mm?
utahovaci moment

e u Sroubovych svorek minimalni 2,5N'm

e u Sroubové svorky maximalini 3 N'm

Mechanicka konstrukce

vyska 90 mm
Sirka 36 mm
hloubka 76 mm
montazni hloubka 70 mm
pocet jednotek déleni na Sifku 2
Montazni poloha libovolné
Netto hmotnost na MJ 23749

Podminky prostredi

okolni teplota béhem provozu
e minimalni -25°C
o maximalni 45°C

okolni teplota béhem skladovani

e minimalni -40 °C
e maximalni 75°C
Aprobace Certifikaty
Environment General Product Approval
Environmental Con- Environmental Con- | Miscellaneous
firmations firmations CEBEC &
] ——
CEBEC VIE

Dalsi informace
Informace o baleni
Informace o baleni
Information for data generation and storage
https://support.industry.siemens.com/cs/ww/en/view/109995012
Information- and Downloadcenter (Catalogs, Brochures,...)
https://www.siemens.com/lowvoltage/catalogs
Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlifb=5SL6503-7
Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/cz/ps/5SL6503-7
Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
https://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5SL6503-7
CAXx-Online-Generator
https://www.siemens.com/cax
Tender specifications
https://www.siemens.com/specifications
Charakteristické krivky
https://curves.simaris.siemens.com/curves/<mmp_prod_noCOMP="HAUPT"></mmp_prod__no>
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https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=5SL6503-7&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=591
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=5SL6503-7&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=591
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=5SL6503-7&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=5SL6503-7&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=5669&CertificateId=498&CertificateApprovalOfficeId=5729
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=5SL6503-7&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=459&CertificateApprovalOfficeId=546
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=5SL6503-7&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=500&CertificateApprovalOfficeId=587
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=5SL6503-7&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=502&CertificateApprovalOfficeId=602
https://sieportal.siemens.com/cs-ww/search?scope=knowledgebase&CountryCode=ww&Language=cs&SearchTerm=5SL6503-7&EntryTypes=Certificate&Page=0&PageSize=20&CertificateTypeId=439&CertificateId=3020&CertificateApprovalOfficeId=4488
Informace o�balen�
https://support.industry.siemens.com/cs/ww/en/view/109995012
https://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=5SL6503-7
https://support.industry.siemens.com/cs/ww/cz/ps/5SL6503-7
https://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5SL6503-7
https://www.siemens.com/cax
https://www.siemens.com/specifications
https://curves.simaris.siemens.com/curves/%3Cmmp_prod_noCOMP=%22HAUPT%22%3E%3C/mmp_prod__no%3E
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_26149
https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_67055
https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=5SL65037&lang=cs,XX
https://support.industry.siemens.com/cs/ww/cs/pv/5SL65037
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