Technicky list

Specifikace

Zakladna, Harmony XVB7, @70 mm,
zakladna s konektorem M12 s
adaptérem a krytem, Seda

Zakladni popis

XVB7C61

vyrobkova fada

Harmony XVB7

typ produktu nebo soucasti

Base module

sestava zafizeni

Base direct/tube & cover

Kratky nazev zarizeni XVB7
pramér montazniho otvoru 70 mm
elektrické pripojeni M12

Komunikaéni protokol portu

upevnéni

Montéaz pomoci montazniho nastavce nebo pfima

montazni poloha

Upright/inverted

provedeni montaze

Up to 4 Modules (3 lens + 1 sound or 4 lens)

material Polykarbonat
barva skfiné Dark grey
hmotnost pristroje 0,289 kg

Doplnky

[Ue] jmenovité pracovni napéti

24V AC 50/60 Hz

24V DC
rozsah jmenovitého pracovniho 21.6...26.4 V AC/DC
napéti
tr.ochrany pred urazem el. Tiida Il
proudem
proud | (A) 0 mA
vystupni proud 2000 mA max

pripojeni - svorky

M12, 5 Pol Male, A-Coded port

typ kabelu M12 cable 15cm
[Ui] jmenovité izolaéni napéti 50V

[Uimp] jmenovité impulzni 0,5 kV

vydrzné napéti

Prostredi

stupen znegisténi 2

provozni teplota -25...60 °C
teplota okoli pro uskladnéni -40...70 °C
stupen kryti IP IP66
Environmental Type ratings UL type 4X/13
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Pravni omezeni: Tato dokumentace neni uréena jako nahrada a nesmi se pouzivat k uréeni vhodnosti nebo spolehlivosti téchto produktti pro specifické uzivatelské aplikace.



odolnost proti vibracim

6 gn, amplituda = +/- 0,5 mm (f = 10...500 Hz)za provozu

odolnost proti otfestim

30 gn (doba trvani = 6 ms) pro za provozu

Normy

UL 60947-5-1
IEC 60947-5-1
CSA C22.2 ¢. 60947-5-1

certifikace vyrobka cULus
CcccC
RCM
UKCA
CE

Jednotky baleni

Typ baleni 1 PCE

Pocet jednotek v baleni 1

Vyska baleni 1 7,300 cm

Siika baleni 1 7,500 cm

Délka baleni 1 13,000 cm

Hmotnost baleni (libry) 180,000 g

Typ baleni 2 S03

Pocet jednotek v baleni 2 30

Vyska baleni 2 30 cm

Sitka baleni 2 30 cm

Délka baleni 2 40 cm

Hmotnost baleni 2 5,893 kg
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'. Environmental Data

Spole¢nost Schneider Electric si klade za cil dosahnout do roku 2050 nulového stavu diky partnerstvi v dodavatelském fetézci,
materialim s mensim dopadem a obéznosti prostfednictvim nasi pokracujici kampané "Use Better, Use Longer, Use Again" s cilem
prodlouzit Zivotnost a recyklovatelnost produktu.

Vysvétleni Environmental Data >

Jak hodnotime udrzitelnost produkt(i >

@ environmentalni stopa

Celkova uhlikova stopa Zivotniho cyklu 66 kg CO2 eq.

Uhlikova stopa vyrobni faze [A1 az A3] 2 kg CO2 eq.

Uhlikova stopa distribuéni faze [A4] 0.1 kg CO2 eq.

Uhlikova stopa instalacni faze [A5] 0 kg CO2 eq.

Uhlikova stopa faze pouzivani [B2, B3, B4, B6] 64 kg CO2 eq.

Uhlikova stopa faze konce Zivotnosti [C1 az C4] 0.2 kg CO2 eq.

Informace o Zivotnim prostfedi Environmentalni profil produktu

Use Better

< Materialy a obaly

Baleni s karténovym obalem Ano

Obal bez plastu Ano

Smérnice EU o omezeni pouzivani nebezpecnych latek Vyhovuje Podle Vyjimky

Nafizeni REACh Odkaz obsahuje SVHC nad mezni hodnotou
Use Again

O Prebaleni a opétovna vyroba

Recyklovatelny potencial v % 87
Zivotni cyklus Informace o ukondeni Zivotnosti
Zpétny odbér NE

Na trzich Evropské unie musi byt produkt likvidovan podle
WEEE stitek g pokynt pro zvlastni sbér odpadu a nikdy se nesmi
vyhazovat do odpadkovych kosu.

17.9. 2026 Schneider

Electric


https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2501029EN
https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2501029EN
https://download.se.com/files?p_Doc_Ref=XVB7C61_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=XVB7C61_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=XVB7C61_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=XVB7C61_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2501029EN
https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2501029EN
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Dimensions Drawings
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Mounting and Clearance

Mounting Overview

—~ (a13) | (a14) | (a15) | (at6)

(A23) (n2a)  (n2s)

Drawing Part Number | Part Description
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A1, A6, A11 XVB7C21B... |24V Base Direct/ Tube & Cover
A1, A7, A11 XVB7C31 10 Link Base Direct / Tube & Cover
A1, A8, A11 | XVB7C51 USB Base Direct / Tube & Cover
A1, A9, A11 XVB7C61 M12 Base Direct / Tube & Cover
A1, A10,A11 | XVB7C21M... |AC Base Direct/ Tube & Cover
A2 XVB7C9S... 2 Tones Buzzer
A2 XVB7COT 8 Tones Buzzer
A2 XVB7C9SS Self-Adjust Sounder 1 Tone
XVB7L2... Beacon Steady Lens
A3
XVBT7LS6... Beacon Flashing Lens
A4 XVB7C9V Editable Voice Alarm
XVB7C2... Steady Lens
XVB7C5... Blinking Lens
A5 XVB7C6... Flashing Lens
XVB7CR... Rotating Lens
XVB7CM9 Multi-function Clear lens
A12 XVZ00 1/2" NPT Adapter
A13 XVZ02... Plastic Fixing Plate With Pole
A14 XVZ100 Alu @25mm Pole 100mm Length
A15 XVZ250 Alu @25mm Pole 250mm Length
A16 XVZ400 Alu @25mm Pole 400mm Length
A17 XVZ800 Alu @25mm Pole 800mm Length
A18 XVZ100T L Bracket Alu @25mm Pole 100mm
A19 XVZ250T L Bracket Alu @25mm Pole 250mm
A20 XVZz01... Plastic Fixing Plate
A21 XVZ11 Metal Fixing Plate
A22 XVZ06... Plastic Foldable Bracket
A23 XVZ09 Plastic Wall Mount Bracket
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A24 Xvzo7 Side Entry Adapter
A25 XVZ08 Magnetic Adapter
Schneider
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Connections and Schema

Wiring

M12 | XVB7C61

Pin1 [X1

Pin2 [X2

Pin 3 [ X0 (COM) Recommended Fuse (2.5A,125V)

Pin4 [X3

Pin5 [X4
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Image of product / Alternate images

Alternative
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Image of product in real life situation
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