Datovy list | Obj. ¢.: 2110-5301

3vodicova priichozi svorka; S packou a tlacitkem; 10 mm?; Se zkusebnim otvorem; Bocni
a stfredovy popis; Na DIN listu 35 x 15 a 35 x 7,5; Push-in CAGE CLAMP®; 10,00 mm?;
Seda

https://www.wago.com/2110-5301

~——52,2mm/2.06in —>

110,4mm/4.35in

Barva: W Seda

Tlustracni fotografie

Through terminal block, 2110 Series, Push-button

Our through terminal block (item number 2110-5301) simplifies electrical installations. Conductors should only be connected to this through terminal block if
their strip length is between 17 and 19 mm . Whether for use in industry or building installations, our rail-mount through terminal blocks allow you to quickly and
securely connect electrical conductors. They're perfect for either classic through-wiring or distributing potential, depending on the variant. Featuring conductor
terminals along with Push-in CAGE CLAMP®, this connector delivers reliable performance. Push-in CAGE CLAMP® connection technology is ideal for connecting
all conductor types. It allows direct insertion of both solid and fine-stranded conductors with ferrules without needing to use any tools—all thanks to its plug-
gable design. Dimensions: (10 x 110.4 x 43.7) mm (width x height x depth). Depending on the type of conductor, this through terminal block is suitable for con-
ductor cross sections ranging from 0.5 mm? to 16 mm?,

This through rail-mount terminal block is operated with lever,push-button. Our TOPJOB® S rail-mount terminal blocks offer more than just secure electrical con-
nections in a range of different industrial applications and modern building installations. They also offer the perfect solution for every use: lever, push-button, or
operating slot. This product is designed for specific Ex applications (please refer to the product datasheet).
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Atesty/certifikaty

General approvals

CCA

Schvaleni

CCA
DEKRA Certification B.V.

KEMA/KEUR
DEKRA Certification B.V.

uL
Underwriters Laboratories
Inc.

c“us

Standardni
EN 60947

EN 60947

UL 1059

Approvals for hazardous areas

@ AEx [ECEx

N A

Nazev certifikatu
NTRNL-7757

71-109053

E45172

TOVRheinland

INMETRO ™~ ocp ooos

Declarations of conformity and manufacturer's declarations

Schvaleni

ATEX-Attestation of Confor-
mity
WAGO GmbH & Co. KG

EU-Declaration of Conformi-

ty

WAGO GmbH & Co. KG
UK-Declaration of Conformi-
ty

WAGO GmbH & Co. KG

Standardni

Nazev certifikatu

Schvaleni Standardni Nazev certifikatu
ATEX EN 60079-0 PTB19ATEX1017U(II12G
Physikalisch Technische Ex eb IIC Gb bzw. IM 2 Ex
Bundesanstalt ebIMb)
CCC GB/T 3836.3 2020312313000165 (Ex eb
CNEX IIC Gb, Ex eb I Mb)
cURus UL 60079 E185892 (AEx eb IIC resp.
Underwriters Laboratories Ex ebIIC)
Inc.
IECEx IEC 60079 IECEx PTB 19.0047U (Ex eb
Physikalisch Technische IIC Gb or Ex eb I Mb)
Bundesanstalt
INMETRO IEC 60079 TUV 20.0893 U
TOV Rheinland do Brasil Lt-
da.
Ke stazeni
Environmental Product Compliance
Compliance Search
Environmental Product
Compliance 2110-5301 i
Documentation
Bid Text
2110-5301 docx

20.05.2019 15.08KB <
2110-5301 xml

20.05.2019 405KB NS
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CAD/CAE-Data

CAD data CAE data
2D/3D Models EPLAN Data Portal
2110-5301 i

ZUKEN Portal 2110-5301

Pokyny k instalaci

Pripojeni vodice

=
romn
V$echny druhy vodicii na jednom misté Pripojovani plnych vodici primym za- Pfipojeni jemné lanénych vodicl s dutinkami
sunutim pfimym zasunutim

Sklopte packu - hotovo! Sklopte packu - hotovo!

Miistkové propojeni

Vlozte hiebenovy mlstek a zatlacte hoazpo  Propojeni reduk¢nimi mistky.
doraz.

Zkouseni

Zkouseni zkusebnim hrotem @ 2 mm (max.
42V).

2110-5301

Zvednéte packu az po doraz, pak pripojte
jemné lanény vodic.
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Znaceni

Naklapnuti popisovaciho pasku do drzaku Naklapnuti popisovaciho pasku do drzaku
znaceni. znaceni.

Zmény vyhrazeny. Berte prosim na védomi také informace z produktové dokumentace!

Aktudlni adresy najdete na:: www.wago.com
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