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Detaily produktu

MS132-16K
MS132-16K Manual Motor Starter 10...16 A

Obecné informace

Typ: MS132-16K

Id vyrobku: 1SAM350010R1011

EAN: 4013614400414

Katalogovy popis: MS132-16K Manual Motor Starter 10 ... 16 A

Detailni popis: The MS132-16K manual motor starter (also known as motor protection circuit breaker

or manual motor protector) is a compact 45 mm width device with a rated operational
current of le = 16.0 A with Push-in spring terminals. This device is used to manually
switch on and off motors and to protect them reliably and without the need for a fuse
from short-circuits, overload and phase failures. The MS132-K manual motor starter
offers a rated service short-circuit breaking capacity Ics = 100 kA at 400 VAC and trip
class 10. Further features are the build-in disconnect function, temperature
compensation, trip-free mechanism and a rotary handle with a clear switch position
indication. The MS132-K manual motor starter is suitable for three- and single-phase
applications. The handle is lockable to protect against unauthorized changes. Auxiliary
contacts, signaling contacts, undervoltage releases, shunt trips and terminal spacers
are available as accessory.

Display Name: MS132-16K

Objednaci udaje

Minimalni objednaci mnozstvi: 1 piece

© 2026 ABB. VSechna prava vyhrazena. 2026/06/08 Zmény vyhrazeny bez predchoziho

upozornéni



MS132-16K

2/8

Cislo celniho sazebniku: 85362010

Dokumenty ke stazeni

List s udaji, technické informace: 1SBC100212C0203

Pokyny a prirucky: 2CDC131120M6801

Pokyny a pfirucky (¢ast 2): 2CDC131060M0202

Ex Operating Instructions: 2CDC131063M6801

Time-Current Characteristic Curve: 1SAM300505F0011

1>t Characteristic: 1SAM300507F0001
1SAM300507F0003
1SAM300507F0002

Cut-off Current Characteristic: 1SAM300508F0001
1SAM300508F0003

CAD Dimensional Drawing: 2CDC001079B0201

Installation Video: 9AKK108466A6074
9AKK108466A6068

Marketing Video: 9AKK107991A4712
2CDC131153vV0201

Rozméry

Cista Sirka vyrobku: 45 mm

Cista vyska vyrobku: 112 mm

Cista hloubka vyrobku: 87 mm

Cista hmotnost vyrobku: 0.316 kg

Technické tdaje

Jmenovita provozni zkratova vypinaci
schopnost (Ics):

Jmenovita mezni zkratova vypinaci
schopnost (Icu):

Nastaveny jmenovity okamzity zkratovy
proud (l;):

Nastavovaci rozsah:
JImenovity provozni vykon AC-3 (Pe):
Jmenovity provozni vykon AC-3e (Pe):

Jmenovité provozni napéti:

Jmenovity provozni proud (le):
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(230 V AC) 100 kA

(250 V DC) 3 Poles in Series 10 kA
(400 V AC) 100 kA

(440 V AC) 20 kA

(500 V AC) 20 kA

(690 V AC) 3kA

(230 V AC) 100 kA
(400 V AC) 100 kA
(440 V AC) 20 kA
(500 V AC) 20 kA
(690 V AC) 3kA

240 A

10..16 A
(400 V) Three Phase 7.5 kW
(400 V) Three Phase 7.5 kW

Main Circuit 690 V AC
Main Circuit 250 V DC

16 A
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JImenovity provozni proud AC-3 (le):
JImenovity provozni proud AC-3e (le):
Jmenovity provozni proud DC-5 (le):

Jmenovita frekvence (f):

Operating Frequency (fsw):

Jmenovité impulzni vydrzné napéti (Uimp

):

JImenovité izola¢ni napéti (U;):
Vykonova ztrata:

Poéet pélu:

Klasicky tepelny proud na volném
vzduchu (lth):

Kryti:

Stupen znecisténi:
Elektricka trvanlivost:
Mechanicka trvanlivost:
Typ svorky:

PFipojovaci prufez-hlavni obvod:

Odizolovaci délka vodice:
Doporuceny Sroubovak:
Montazni poloha:

Montaz na liStu DIN:

Minimum Mounting Distance:

Indikace polohy kontaktu:

Normy:

Poznamky:

16 A
16 A
16 A

Main Circuit 50 Hz
Main Circuit 60 Hz

0...400 Hz

Main Circuit 6 kV

690V
at Rated Operating Conditions per Pole 1.1...2.8 W
3P

Main Circuit 16 A

Housing IP20
Main Circuit Terminals IP20

3

50000 cycle

Nr. Operations 100000 cycle
Push-in Spring Terminals

Flexible with Ferrule 1/2x 0.5 ... 4 mm?

Flexible with Insulated Ferrule 1x 0.5 ... 4 mm?
Flexible with Insulated Ferrule 2x 0.5 ... 2.5 mm?
Flexible 1/2x 0.75 ... 4 mm?

Solid 1/2x1 ... 2.5 mm?

Stranded 1/2x 1 ... 6 mm?

Main Circuit 12 mm
Pozidriv 2
1.6

TH35-15 (35 x 15 mm Mounting Rail) acc. to IEC 60715
TH35-7.5 (35 x 7.5 mm Mounting Rail) acc. to IEC 60715

Electrical Conductive Board, Horizontal - Up to 400 VO mm
Electrical Conductive Board, Horizontal - Up to 690 V 1.5 mm
Electrical Conductive Board, Vertical 75 mm

Other Device Same Type, Horizontal 0 mm

Other Device Same Type, Vertical 150 mm

ON / OFF / TRIP

IEC/EN 60947-1
IEC/EN 60947-2
IEC/EN 60947-4-1
UL 60947-1

UL 60947-4-1

IEC 60335-2-40 A2L

UL508 Self-Protected Combination Motor Controller (Type E) in combination with
terminal spacer TS1-M3-K

Technické tidaje UL/CSA
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JImenovity zkratovy proud (SCCR): Manual Self-Protected Combination Controllers (Type E), (480Y / 277 V AC) 30 kA

Any UL Listed Fuses or Circuit-Breakers, Group Installations (480 V AC) 30 kA
Any UL Listed Fuses or Circuit-Breakers, Group Installations (600 V AC) 18 kA
Any UL Listed Fuses or Circuit-Breakers, Motor Disconnect (480 V AC) 30 kA

Any UL Listed Fuses or Circuit-Breakers, Motor Disconnect (600 V AC) 18 kA

Any UL Listed Fuses or Circuit-Breakers, Tap Conductor Protection in Group
Installations (480Y / 277 V AC) 30 kA

Any UL Listed Fuses or Circuit-Breakers, Tap Conductor Protection in Group
Installations (600Y / 347 V AC) 18 kA

Max. provozni napéti UL/CSA: Main Circuit 600 V AC

Jmenovity vykon v ks podle UL/CSA: (200 V AC) Three Phase 3 Hp
(208 V AC) Three Phase 3 Hp
(220 ... 240 V AC) Three Phase 5 Hp
(440 ... 480 V AC) Three Phase 10 Hp
(550 ... 600 V AC) Three Phase 10 Hp

Full Load Amps Motor Use: (200 V AC) Three Phase 11 A
(208 V AC) Three Phase 10.6 A
(220 ...240 V AC) Three Phase 15.2 A
(440 ...480 V AC) Three Phase 14 A
(550 ... 600 V AC) Three Phase 11 A

Locked Rotor Amps: (200 V AC) Three Phase 73.6 A
(208 V AC) Three Phase 71 A
(220 ... 240V AC) Three Phase 92 A
(440 ...480V AC) Three Phase 81 A
(550 ... 600 V AC) Three Phase 64.8 A

Klasifikace UL/CSA pro vseobecné (600VAC)16 A
pouziti:

PFipojovaci prufez-hlavni obvod UL/CSA: Stranded 1/2x 18-10 AWG
Stranded 1x 8 AWG

Udaje vnéjsiho prostredi

Teplota okolniho vzduchu: Around the Enclosure O ... +40 °C
Operation -25 ... +70 °C
Operation Compensated -25 ... +60 °C
Storage -50 ... +80 °C

Kompenzace na teplotu okolniho Ano
vzduchu:

Max. povolena provozni nadmorska 2000 m
vyska:

Odolnost viéi razu podle IEC 60068-2-27: 11 ms Pulse 25g

Odolnost viéi vibracim podle IEC 60068-2 5g 3 ... 150 Hz
-6:

Material Compliance

Conflict Minerals Reporting Template 9AKK108467A5658

(CMRT):

REACH Declaration: 1SAA963005-4502

Informace RoHS: 1SAA963006-4501

Stav RoHS: Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019

Toxic Substances Control Act - TSCA: 2CMT2023-006539

WEEE B2C / B2B: Business To Business

Kategorie WEEE: 5. Small Equipment (No External Dimension More Than 50 cm)
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ABB EcoSolutions

ABB EcoSolutions:

ABB Site Meeting Group Waste To Landfill No non-hazardous waste is sent to a landfill
UL 2799 Zero Waste To Landfill Validation available

Target:
EcoSolutions Profile:
End Of Life Disassembling Instructions:

Prohlaseni o environmentalnich
vlastnostech vyrobku - EPD:

Ano

1SFC100125C0353
1SAC200332H0001
1SAC200360H0001

Recyclability Rate of the Product acc. to Design for Closing Resource Loops - Standard EN45555 - 80 %

EN45555:

Certifikaty a prohlaseni (Cisla dokumentii)

A2L Certificate - IEC:

ABS certifikat:

Certifikat ATEX:

CB certifikat:

CCC certifikat:

CQC certifikat:

Declaration of Conformity - CCC:
Prohlaseni o shodé - CE:
Declaration of Conformity - UKCA:
DNV GL Certificate:

Certifikat EAC:

IECEXx Certificate:

Certifikat LR:

Certifikat RINA:

Certifikat UL:

1SAA963000-4601
1SAA963001-0101
1SAA963000-3902
1SAA963002-2002
2024010307658958
CQC2017010307034621
2020980307004600
1SAD101100-3402
1SAD201100-3402
1SAA963001-0304
1SAA963004-2701
1SAA963000-4001
1SAA963001-0503
1SAA963002-0802

E137861-20090225
E345003-20090225

Baleni

Uroven baleni 1, jednotky:
Urover baleni 1, §ifka:

Urover baleni 1, délka:

Uroven baleni 1, vyska:

Uroven baleni 1, hruba hmotnost:
Uroveri baleni 1, EAN:

Uroven baleni 2, jednotky:

Uroveii baleni 2, $itka:

Urove baleni 2, délka:
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box 1 piece

50 mm

117 mm

82 mm

0.342 kg
4013614400414
carton 28 piece
280 mm

395 mm
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Uroven baleni 2, vy$ka:
Urover baleni 2, hrubd hmotnost:

Urover baleni 2, EAN:

210 mm
14.026 kg
4013614522833

Externi klasifikace a standardy

Klasifikaéni kéd objektu:

ETIM 9:
ETIM 10:
Trida eClass:

UNSPSC:

IDEA Granular Category Code (IGCC):
E-Number (Finland):

E-Number (Sweden):

F

EC000074 - Motor protection circuit-breaker
EC000074 - Motor protection circuit-breaker
V11.0 : 27370401

39121521

4731 >> Manual Starters

3707841

3110460

PrisluSenstvi
Identifikator Popis Typ Mnozstvi Mérna
jednotka

1SAM201901R1001 HKF1-11 Aux.-contact for front mounting HKF1-11 1 piece
1SAM201901R1201 HKF1-11K Aux.-contact for frontmounting with Push-In terminals HKF1-11K 1 piece
1SAM201901R1002 HKF1-20 Aux.-contact 2NO, front mounting HKF1-20 1 piece
1SAM201901R1202 HKF1-20K Aux.-contact for frontmounting with Push-In terminals HKF1-20K 1 piece
1SAM201901R1004 HKF1-01 Aux.-contact for front mounting HKF1-01 1 piece
1SAM201901R1003 HKF1-10 Aux.-contact for front mounting HKF1-10 1 piece
1SAM201902R1002 HK1-20 Aux.-contact 2 NO HK1-20 1 piece
1SAM201902R1202 HK1-20K Aux.-contact 2 NO with Push-In terminals HK1-20K 1 piece
1SAM201902R1001 HK1-11 Aux.-contact 1 NO + 1 NC HK1-11 1 piece
1SAM201902R1201 HK1-11K Aux.-contact 1 NO + 1 NC with Push-In terminals HK1-11K 1 piece
1SAM201902R1003 HK1-02 Aux.-contact 2 NC HK1-02 1 piece
1SAM201902R1203 HK1-02K Aux.-contact 2 NC with Push-In terminals HK1-02K 1 piece
1SAM201902R1004 HK1-20L Aux.-cont. w. 2 lead contacts 2 NO HK1-20L 1 piece
1SAM201902R1204 HK1-20LK Aux-cont. w. 2 leading contacts 2 NO, with Push-In terminals HK1-20LK 1 piece
1SAM201903R1002 SK1-20 Signaling Contact 2 NO SK1-20 1 piece
1SAM201903R1202 SK1-20K Signaling Contact 2 NO with Push-In terminals SK1-20K 1 piece
1SAM201903R1005 SK1-20AR Signaling Contact, 2NO with screw terminals SK1-20AR 1 piece
1SAM201903R1205 SK1-20ARK Signaling Contact, 2NO with Push-in Spring terminals SK1-20ARK 1 piece
1SAM201903R1001 SK1-11 Signaling Contact 1 NO + 1 NC SK1-11 1 piece
1SAM201903R1201 SK1-11K Signaling Contact 1 NO + 1 NC with Push-In terminals SK1-11K 1 piece
1SAM201903R1004 SK1-11AR Signaling Contact, INO+1NC with screw terminals SK1-11AR 1 piece
1SAM201903R1204 SK1-11ARK Signaling Contact, INO+1NC with Push-in Spring terminals SK1-11ARK 1 piece
1SAM201903R1003 SK1-02 Signaling Contact 2 NC SK1-02 1 piece
1SAM201903R1203 SK1-02K Signaling Contact 2 NC with Push-In terminals SK1-02K 1 piece
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Identifikator Popis Typ MnozZstvi Mérna
jednotka
1SAM201903R1006 SK1-02AR Signaling Contact, 2NC with screw terminals SK1-02AR 1 piece
1SAM201903R1206 SK1-02ARK Signaling Contact, 2NC with Push-in Spring terminals SK1-02ARK 1 piece
1SAM301901R1002 CK1-20 Short-Circuit Signaling Contact 2 NO CK1-20 1 piece
1SAM301901R1001 CK1-11 Short-Circuit Signaling Contact 1 NO + 1 NC CK1-11 1 piece
1SAM301901R1003 CK1-02 Short-Circuit Signaling Contact 2 NC CK1-02 1 piece
1SAM201910R1001 AA1-24 Shunt Trip 20-24V AAl1-24 1 piece
1SAM201910R1002 AA1-110 Shunt Trip 110V AA1-110 1 piece
1SAM201910R1003 AA1-230 Shunt Trip 200-240V AA1-230 1 piece
1SAM201910R1004 AA1-400 Shunt Trip 350-415V AA1-400 1 piece
1SAM201904R1010 UA1-20 Undervoltage release 20V 50Hz / 24V 60 Hz UA1-20 1 piece
1SAM201904R1001 UA1-24 Undervoltage release 24 V UA1-24 1 piece
1SAM201904R1002 UA1-48 Undervoltage release 48V UA1-48 1 piece
1SAM201904R1003 UA1-60 Undervoltage release 60V UA1-60 1 piece
1SAM201904R1004 UA1-110 Undervoltage release 110V 110V 50Hz/120V 60Hz UA1-110 1 piece
1SAM201904R1008 UA1-208 Undervoltage release 208V 60Hz UA1-208 1 piece
1SAM201904R1005 UA1-230 Undervoltage release 230 V 50 Hz / 240 V 60 Hz UA1-230 1 piece
1SAM201904R1006 UA1-400 Undervoltage release 400V UA1-400 1 piece
1SAM201904R1007 UA1-415 Undervoltage release 415V 415V 50Hz/480V 60Hz UA1-415 1 piece
1SAM201904R1009 UA1-575 Undervoltage release 575V 60Hz UA1-575 1 piece
1SAM301903R1002 PS1-2-0-65K 3-phase busbar 2x MS132-K, 65A PS1-2-0-65K 1 piece
1SAM301903R1003 PS1-3-0-65K 3-phase busbar 3x MS132-K, 65A PS1-3-0-65K 1 piece
1SAM301903R1004 PS1-4-0-65K 3-phase busbar 4x MS132-K, 65A PS1-4-0-65K 1 piece
1SAM301903R1005 PS1-5-0-65K 3-phase busbar 5x MS132-K, 65A PS1-5-0-65K 1 piece
1SAM301903R1012 PS1-2-1-65K 3-phase busbar 2x MS132-K + 1 lateral aux.contact, 65A PS1-2-1-65K 1 piece
1SAM301903R1013 PS1-3-1-65K 3-phase busbar 3x MS132-K + 1 lateral aux.contact, 65A PS1-3-1-65K 1 piece
1SAM301903R1014 PS1-4-1-65K 3-phase busbar 4x MS132-K + 1 lateral aux.contact, 65A PS1-4-1-65K 1 piece
1SAM301903R1015 PS1-5-1-65K 3-phase busbar 5x MS132-K + 1 lateral aux.contact, 65A PS1-5-1-65K 1 piece
1SAM201909R1001 FS116 Screw fixing kit for MS116, MS/MO0132 10 pieces packed FS116 1 piece
1SAM301913R1001 TS1-M3-K Terminal Spacer MS132-K For MS132-0.16K - MS132-32K Type TS1-M3-K 1 piece
E
GJF1101903R0002 SA 2 Padlock with 2 keys SA2 1 piece
1SAM201911R1012 IB132-F Enclosure, GY/RD, IP65 3 times lockable IB132-F 1 piece
1SAM201911R1010 1B132-G Enclosure, GY/BK, IP65 Standard version, 3 times lockable 1B132-G 1 piece
1SAM201911R1011 IB132-Y Enclosure, RD/YE, IP65 Emergency-STOP, 3 times lockable 1B132-Y 1 piece
1SAM201912R1010 DMS132-G Door Mounting Kit, GY/BK, IP65 Standard version, 3 times DMS132-G 1 piece
lockable
1SAM201912R1011 DMS132-Y Door Mounting Kit, RD/YE, IP65 Emergency-STOP, 3 times DMS132-Y 1 piece
lockable
1SAM201909R1021 MSAH1 Shaft Supporter suitable for MS116, MS132/M0132 MSAH1 1 piece
1SAM201920R1011 MSHD-LTB Handle, IP64, black, 3 times lockable, defeatable, O-TRIP-I MSHD-LTB 1 piece
1SAM201920R1012 MSHD-LTY Handle, IP64, red/yellow, 3 times lockable, defeatable, 0- MSHD-LTY 1 piece
TRIP-I
1SAM201920R1000 MSH-AR Shaft alignment ring suitable for MSHD and MSH handles MSH-AR 1 piece
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Identifikator Popis Typ MnozZstvi Mérna
jednotka

1SAM101923R0002 MSMN Driver w. screw for manual motor staters, 6x6 MSMN 1 piece
1SAM101923R0012 MSMNO Driver w/o coding w. screw for manual motor staters, 6x6 MSMNO 1 piece
1SCA101647R1001 OXS6X85 SHAFT OXS6X85 1 piece
1SCA108043R1001 0OXS6X105 SHAFT OXS6X105 1 piece
1SCA101655R1001 OXS6X130 SHAFT OXS6X130 1 piece
1SCA101659R1001 OXS6X180 SHAFT OXS6X180 1 piece
Kategorie

Produkty > Pristroje a rozvadéce nizkého napéti > Vykonové jisti¢e, modularni pristroje > Manualni motorové spoustéce

Produkty > Pristroje a rozvadéce nizkého napéti > Vyrobky pro fidici aplikace > Manualni motorové spoustéce > Manualni motorové

spoustéce
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