Technicky list

Specifikace

Jisti¢, ComPacT NSX100F, 36 kA/
415V AC, 4polovy 4D (chranéné),
TMD jednotka spousti 63 A

Zakladni popis

C10F4TM063

fada

ComPacT

oznaceni vyrobku

ComPacT NSX

Kratky nazev zatizeni NSX100F

typ produktu nebo soucasti Jisti¢

pouziti zafizeni Distribuce
popis polt 4P

popis chranénych pola 4D

umisténi nulového vodice Vlevo

[In] jmenovity proud 63 A pii 40 °C

[Ue] jmenovité pracovni napéti

690 V AC 50/60 Hz

typ sité

AC

frekvence sité

50/60 Hz

Vhodny pro bezpeéné odpojeni

Ano podle EN/IEC 60947-2

kategorie pouziti

Kategorie A

Vypinaci schopnost

85 KA Icu podle IEC 60947-2 pfi 220/240 V AC 50/60 Hz
36 kA lcu podle IEC 60947-2 pii 380/415 V AC 50/60 Hz
35 kA lcu podle IEC 60947-2 pfi 440 V AC 50/60 Hz

25 KA lcu podle IEC 60947-2 pfi 500 V AC 50/60 Hz

22 kA lcu podle IEC 60947-2 pii 525 V AC 50/60 Hz

8 kA Icu podle IEC 60947-2 pfi 660/690 V AC 50/60 Hz
85 KA Icu podle UL 60947-4-1 pfi 240 V AC 50/60 Hz

25 kA lcu podle UL 60947-4-1 pfi 480 V AC 50/60 Hz

10 KA Icu podle UL 60947-4-1 pfi 600 V AC 50/60 Hz

Vypinaci schopnost

F 36 kA 415V AC

Oznaceni jednotky spousti

TM-D

Provedeni jednotky spousti

Tepelné-magneticka

ochrana funkce jednotky spousti LI
typ ovladani Packa
Circuit breaker mounting mode Pevna

Doplnky

[Ui] jmenovité izolaéni napéti

800 V AC 50/60 Hz

[Uimp] jmenovité impulzni
vydrzné napéti
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Pravni omezeni: Tato dokumentace neni uréena jako nahrada a nesmi se pouzivat k uréeni vhodnosti nebo spolehlivosti téchto produktti pro specifické uzivatelské aplikace.



[lcs] jmenovita provozni vypinaci
schopnost

85 kA podle IEC 60947-2 pfi 220/240 V AC 50/60 Hz
36 kA podle IEC 60947-2 pfi 380/415 V AC 50/60 Hz
35 kA podle IEC 60947-2 pfi 440 V AC 50/60 Hz

12 kA podle IEC 60947-2 pfi 500 V AC 50/60 Hz

11 kA podle IEC 60947-2 pfi 525 V AC 50/60 Hz

4 kA podle IEC 60947-2 pfi 660/690 V AC 50/60 Hz

mechanicka zZivotnost

50000 cykly

Elektricka Zivotnost

50000 cykly pfi 440 V In/2
30000 cykly pfi 440 V In
20000 cykly pfi 690 V In/2
10000 cykly pfi 690 V In

ztratovy vykon na pol

8,61 W

upevnéni

Zadni deska

montazni poloha

Vodorovna a svisla
Flat on the back

horni pripojeni Predni
dolni pripojeni Predni
Rozte¢ pro pripojeni 35 mm

typ ochrany

L : for ochrana proti pretizeni
| : for zkratova ochrana

jmenovita hodnota jednotky
spousti

63 A pfi 40 °C

Long-time pick-up adjustment
type Ir (thermal protection)

Nastavitelna

[Ir] long-time protection pick-up 0,7-1x1In
adjustment range
Long-time protection delay Pevna

adjustment type tr

[tr] casové zpozdeni spouste na

120...400 s pfi 1,5 x In

pretizeni 15spfi6xIr
nastaveni ochrany N 1xIr (4D)
Instantaneous protection pick-up  Pevna
adjustment type li

[1i] instantaneous protection pick- 500 A

up adjustment range

proudovy chranié Ne

pocet slotu 5 slot(y)
Width (W) 140 mm
Height (H) 161 mm
Depth (D) 86 mm
hmotnost pristroje 2,4 kg
Prostredi

Normy EN/IEC 60947-2

kategorie prepéti

trida ochrany pred urazem
elektrickym proudem

T¥ida Il na Gelni

Stupen znedisténi

3 podle IEC 60664-1

stupen kryti IP

IP40 conforming to IEC 60529

stupen ochrany IK

IKO7 v souladu s IEC 62262

provozni teplota

-25...70 °C

teplota okoli pro uskladnéni

-50...85°C

Schneider
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relativni vihkost

0...95 %

Pracovni nadmorska vyska

Jednotky baleni

0...2000 m bez snizeni zatizeni

2000 m...5000 m se snizenim zatizeni

Typ baleni 1 PCE
Pocet jednotek v baleni 1

Vyska baleni 1 14,000 cm
Sitka baleni 1 14,500 cm
Délka baleni 1 19,000 cm
Hmotnost baleni (libry) 2,322 kg
Typ baleni 2 S03

Pocet jednotek v baleni 2 6

Vyska baleni 2 30,000 cm
Sitka baleni 2 30,000 cm
Délka baleni 2 40,000 cm
Hmotnost baleni 2 14,316 kg
Zarucni Ihita

Zaruka (v mésicich) 18
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'. Environmental Data

Spole¢nost Schneider Electric si klade za cil dosahnout do roku 2050 nulového stavu diky partnerstvi v dodavatelském fetézci,
materialim s mensim dopadem a obéznosti prostfednictvim nasi pokracujici kampané "Use Better, Use Longer, Use Again" s cilem

prodlouzit Zivotnost a recyklovatelnost produktu.

Vysvétleni Environmental Data >

Jak hodnotime udrzitelnost produkt(i >

@ environmentalni stopa
Celkova uhlikova stopa Zivotniho cyklu
Uhlikova stopa vyrobni faze [A1 az A3]
Uhlikova stopa distribuéni faze [A4]
Uhlikova stopa instalacni faze [A5]
Uhlikova stopa faze pouzivani [B2, B3, B4, B6]
Uhlikova stopa faze konce Zivotnosti [C1 az C4]

Informace o Zivotnim prostredi

Use Better

157 kg CO2 eq.

13 kg CO2 eq.

0.7 kg CO2 eq.

0.2 kg CO2 eq.

139 kg CO2 eq.

4 kg CO2 eq.

Environmentalni profil produktu

< Materialy a obaly
Baleni s karténovym obalem
Obal bez plastu
Cislo SCIP
Smeérnice EU o omezeni pouzivani nebezpecénych latek
Nafizeni REACh
Status uzemi bez halogent

bez PVC

Use Longer

3874e08b-fch8-4aa9-87c4-d36abebf2833

Vyhovuje Podle Vyjimky

Odkaz obsahuje SVHC nad mezni hodnotou

Vyrobek obsahuje halogeny nad stanovenymi prahy

Ano

© Prodlouzeni zivotnosti

Oprava

Use Again

© Pfebaleni a opétovna vyroba
Recyklovatelny potencial v %
Zivotni cyklus

Zpétny odbér

WEEE stitek

Schneider

Electric

54

Informace o ukondeni Zivotnosti

Ano

Na trzich Evropské unie musi byt produkt likvidovan podle
g pokynu pro zvlastni sbér odpadu a nikdy se nesmi
vyhazovat do odpadkovych kosu.
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https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/environmental-data-program/
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2304017EN
https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2304017EN
https://download.se.com/files?p_Doc_Ref=C10F4TM063_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=C10F4TM063_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=C10F4TM063_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=C10F4TM063_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2304017EN
https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2304017EN
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Offer Marketing lllustration

Product benefits / Features

ComPacT NSX

Range Accessories

Wireless auxiliary Short terminal shield Inerphase barriers
contact

Long terminal Rotary handles Standard auxiliary
shield contact

MN undervoltage MX shunt release Standard motor
release mechanism module
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Offer Marketing lllustration

Product benefits / Features

ComPacT NSX

Technical Features

semi-transparent faceplate
For confidence on correct
auxilary placement

e Quick access
QR Code for product
nformation on GO2SE

¢ Clear markings

6 Schneider
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Offer Marketing lllustration

Product benefits / Features

ComPacT NSX

Technical Benefits

Nomenal current: 16 to 630 A and 9
breaking capacities for the 2 sizes
of circunt breakers

1. 2. 3, and 4 pole versions available

Large range of electronic and
thermal-magnetic protections

Plug and ready wiring system and
communicating accessones

Integrated earth leakage protection
via MicroLogic Vig: (earth leakage
circuit breaker - ELCB)

Advanced tnp unit with integrated power
metering: |, U, B E, THO. f, CosPhi
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Offer Marketing lllustration

Product benefits / Features

ComPacT NSX

Moulded Case Circuit Breaker

Protection begins with prevention

Designed to prevent an electrical fire through integrated
carth leakage protection with preventive maintenance
thanks 10 its Everlink power connections

Maximize power availability

By providing corrective, preventive, and
predictive maintenance for asset management
thanks to our advanced Microl.ogic trip units

Connectivity

Designed to connect to EcoStruxure
Power, an loT-connected architecture
for improving every aspect of your
power distribution system

8 Scléneider
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Technical lllustration

Assembly's dimensions
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