Technicky list

Specifikace

ovl. skfin XAL-E - svétle Seda - 2
otvory - IP54 - pro XB7 @ 22 mm

‘ XALE2
3 ® €]
Zakladni popis
vyrobkova fada Harmony XALE

typ produktu nebo soucasti

Prazdna ovladaci skfinka

Kratky nazev zatizeni

XALE

pouziti vyrobku

Pro ovladaci a signaliza¢ni jednotky XB7 @ 22 mm

pocet otvoru

2 otvory

barva zakladni skriné

Svétle Seda (RAL 7035)

barva vika

Svétle Seda (RAL 7035)

material

ABS (akrylonitril butadien-styren)

kabelovy vstup

2 vyfezy pro kabelovou prachodku, velikost svorky: 20 mm
6 vyiezu ISO M20 pro kabelové prichodky

prodej v nedélitelném mnozstvi

5

stupen kryti IP

Doplnky

IP54 podle IEC 60529

provedeni montaze

Montéz zakaznikem

hmotnost pristroje 0,1 kg
oznaceni CE
Prostredi

stupen ochrany TC
teplota okoli pro uskladnéni -40...70 °C
provozni teplota -25...55°C

trida ochrany pred urazem
elektrickym proudem

Tf¥ida Il conforming to IEC 60536

stupen ochrany IK

IKO5 v souladu s IEC 62262

Normy IEC 60947-1
IEC 60947-5-1
IEC 62208
IEC 60947-5-5

Jednotky baleni

Typ baleni 1 PCE

Pocet jednotek v baleni 1

Vyska baleni 1 6,500 cm

Sitka baleni 1 7,500 cm
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Pravni omezeni: Tato dokumentace neni uréena jako nahrada a nesmi se pouzivat k uréeni vhodnosti nebo spolehlivosti téchto produktti pro specifické uzivatelské aplikace.



Délka baleni 1 11,500 cm
Hmotnost baleni (libry) 94,000 g
Typ baleni 2 BB1

Pocet jednotek v baleni 2 5

Vyska baleni 2 8,300 cm
Sitka baleni 2 12,500 cm
Délka baleni 2 33,300 cm
Hmotnost baleni 2 553,000 g
Typ baleni 3 S03
Pocet jednotek v baleni 3 30

Vyska baleni 3 30,000 cm
Sitka baleni 3 30,000 cm
Délka baleni 3 40,000 cm
Hmotnost baleni 3 3,741 kg
Zaruéni lhata

Zaruka (v mésicich) 18
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'. Environmental Data

Spole¢nost Schneider Electric si klade za cil dosahnout do roku 2050 nulového stavu diky partnerstvi v dodavatelském fetézci,
materialim s mensim dopadem a obéznosti prostfednictvim nasi pokracujici kampané "Use Better, Use Longer, Use Again" s cilem
prodlouzit Zivotnost a recyklovatelnost produktu.

Vysvétleni Environmental Data >

Jak hodnotime udrzitelnost produkt(i >

@ environmentalni stopa

Celkova uhlikova stopa Zivotniho cyklu

Informace o Zivotnim prostiedi

Uhlikova stopa vyrobni faze [A1 az A3]

Uhlikova stopa distribu¢ni faze [A4]

Uhlikova stopa instalacni faze [A5]

Uhlikova stopa faze pouzivani [B2, B3, B4, B6]

Uhlikova stopa faze konce Zivotnosti [C1 az C4]

Use Better

0.8 kg CO2 eq.

Environmentalni profil produktu

0.7 kg CO2 eq.

0 kg CO2 eq.

0 kg CO2 eq.

0 kg CO2 eq.

0 kg CO2 eq.

< Materialy a obaly
Baleni s karténovym obalem

Obal bez plastu
Smérnice EU RoHS

Nafizeni REACh

Use Longer

Ne

Ne

Proaktivni shoda (Produkt mimo ramec pravnich predpist
tykajicich se EU RoHS)

Deklarace REACh

© Prodlouzeni zivotnosti

Oprava

Use Again

© Pfebaleni a opétovna vyroba

Zivotni cyklus

Zpétny odbér
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https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2506022EN
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2506022EN
https://download.schneider-electric.com/files?p_Doc_Ref=XALE2_ROHS_DECLARATION&p_FileName=XALE2_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=XALE2_ROHS_DECLARATION&p_FileName=XALE2_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=XALE2_REACH_DECLARATION&p_FileName=XALE2_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=XALE2_REACH_DECLARATION&p_FileName=XALE2_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2506022EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2506022EN
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Dimensions Drawings

XALE2

Dimensions
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(1) 6 1S0O 20 knock-outs.

(2) 2 knock-outs for cable entry, maximum capacity 20 mm / 0.79 in.

(3) 2 knock-out elongated fixing holes @ 3 mm x 5 mm /@ 0.12 in. x 0.20 in.

Control station XALE fitted with: cinmm cinin.
Flush pushbutton 69 2.72
Projecting pushbutton 7 2.79
llluminated pushbutton 74.5 2.93
Pilot light 71 2.79
Emergency stop without key 89.5 3.52
Selector switch with standard handle |84.5 3.33
Key switch 100 3.94
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Technical lllustration

Dimensions
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Offer Marketing lllustration

Product benefits / Features

Technical Benefits

Harmony XALE
Ingress
protection : IP54
Mechanical
—-
protection : IKO5
qr
® @ Good chemical
t ' * resistance
Available as ' .
complete
station and : (©) (€)
emply enclosure ( L) (i
; - @
@
A @ l\ o) (C)
J
Operating _/' , Double electrical
temperature = insulation

from -25°C to 55°C
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Offer Marketing lllustration

Product benefits / Features

Features
Harmony XALE

Empty enclosure ith structed from
1, 2 or 3 cut-ouls fitting ABS material
all Harmony XB7 units

Designed to meet the Sleek surface that
needs of us with a simplifies the
quick and simple installation cleaning process
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Image of product / Alternate images

Alternative
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