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NH1 gG 50A/800V

Specifikace

Kod ETI

Popis

Typ

Velikost

Vypinaci schopnost AC (kA)
Normy

Jmenovity proud (A)
Ztratovy vykon (0,7xIn) (W)
Ztratovy vykon (W)
Jmenovité AC napéti (V)
Charakteristika

Aplikace

Tavny ampérsekundovy jouleovy integral
(A2s)

Provozni jouleovy integral (A2s)
Indikator

efuse

Dalsi dokumentace

s

004184485
NH1 gG 50A/800V
NH

NH1

120kA

IEC 60269-2
50A

1.9W

4.4W

800V

gG

Pro ochranu kabelu v napétové soustavé
800V a.c.

3500

70000
Indikator stavu kombinované pojistky
1

Online stranka produktu é)

Katalog technickych udajt
3D model

2D File

Navod

Prohlaseni CE

Eplan file


www.etielektroelement.cz
https://www.etielektroelement.cz/produkty-2/004184485
https://www.etielektroelement.cz/produkty-2/004184485
https://www.etielektroelement.cz/produkty-2/004184485
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/eb8bfcee-1c36-4d87-9d05-9fed4dfb2726
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/0109aec2-fd3d-4ad3-86a4-8bf732f7112d
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/0714878c-6d97-4370-a561-f8d129d1d7e1
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/274ecea0-c607-4a5e-b7b9-7292a041d9fd
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/561c3f12-ac9b-4377-8062-077ef6406bfa
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/900f1800-0af3-43ad-8b1f-19aec166c733

Mezinarodni klasifikace ETIM

Klasifikace

Nazev tfidy

Construction size

Rated current

Rated voltage

Voltage type

Rated switching capacity

Utilization category

Type of fuse status indicator
Insulated metal gripping lugs (IMGL)

oS ETLM

nternational

g

EC000055

Low Voltage HRC fuse

NH1

50

800

AC

120

gL/gG (cable protection/equipment protection)
Combination fuse status indicator
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