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NH1 gG 160A/400V

Specifikace

Kod ETI

Popis

Typ

Velikost

Jmenovity proud (A)
Jmenovité AC napéti (V)
Charakteristika

Vypinaci schopnost AC (kA)
Indikator

Ztratovy vykon (W)
Provozni jouleovy integral (A2s)

Tavny ampérsekundovy jouleovy integral
(A2s)

Aplikace
Normy
efuse

Dalsi dokumentace

004184124

NH1 gG 160A/400V
NH

NH1

160A

400V

gG

120kA

Indikator stavu kombinované pojistky
11.7W

304000

42700

Pro ochranu kabelu
IEC 60269-1,IEC 60269-2
1

Online stranka produktu 00

Katalog technickych udajt
Certifikat
3D model

2D File
Navod
Prohlaseni CE

Eplan file


www.etielektroelement.cz
https://www.etielektroelement.cz/produkty-2/004184124
https://www.etielektroelement.cz/produkty-2/004184124
https://www.etielektroelement.cz/produkty-2/004184124
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/5cc12784-f570-416a-963a-b8de367cba01
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/1bb90934-8b49-4686-8042-af551854237c
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/549252bb-2b38-4f48-bbae-c6a0ee5a5f3c
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/51098988-503b-40c0-904f-285b75d673b9
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/db1e874d-959e-437e-886d-191d240119b4
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/cc073ca7-9073-4c29-8277-3dc1593eeeb5
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/27abe3b3-0a0c-4d4e-ba2d-c560a240bd04

Mezinarodni klasifikace ETIM

Klasifikace

Nazev tfidy

Construction size

Rated current

Rated voltage

Voltage type

Rated switching capacity

Utilization category

Type of fuse status indicator
Insulated metal gripping lugs (IMGL)

(o:ow

EC000055

Low Voltage HRC fuse

NH1

160

400

AC

120

gL/gG (cable protection/equipment protection)
Combination fuse status indicator

Ne
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Rozmerovy vykres

A B C D E F G H | J K
NVoOC 79 3 4 3/ 15 N 52 75 6 kombi
NvoOC| 79 3 4 3/ 15 N 5275 6 komhi
NVoo 79 53 47 3 15 18 5% 12 6 kombi Striker pin
NVoO | 7% 3 4 3% 15 B8 % 12 6 kombi el | K L M | s
NVO 125 68 65 35 15 28 56 12 6 kombi 00C 0 2207 167 75
NVIC 135 68 65 40 15 28 61 12 6 kombi , ) 0 0 207 167 75
NICI 135 68 65 40 15 28 61 12 6 kombi - - - 1  B7 197 35 1
V1 1 72 6 40 20 4 65 14 6 kombi -~ N 2 %2 74 5 12
N1 BS 72 65 40 W0 46 65 14 6  kombi B A _ :3 | 7 %6 5 1
Nv2C 10 72 65 48 20 4 T3 14 6 kombi a 24 3B 1
NvaC| 150 72 65 48 0 46 73 14 6  kombi o
NV2 B0 72 65 48 26 54 73 14 6 kombi - 3
NV2I B0 72 65 48 %S4 73 1 6 kombi 1 {
NV3C 150 72 65 60 26 54 84 4 6  kombi A
NV3 150 72 65 60 33 65 84 14 6  kombi ! .
NV4 00 75 66 & 50 100 121 4 10 16 8 . 1 & L
NVda 00 99 & & 50 95 121 2 6 L ] | l'
NV4asl 00 99 8 & 50 95 1 W 6 =! '
“NV1/1000V 155 90 87 4 0 45 59 9 6 A5 |
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Vypinaci charakteristiky

=
w
b

Liit-4off carvet
thatactertdis

Lo/fh —
NS
™
Y
]

=
'I..'l!..h

E.-
L&
\

111

LERTAY

andirmum val e of current (4
o
1

T

NN

el

e
) p—

™
™~

P

NS
‘-‘-

" 2 46 W 2 45 N0 2 45 W & 46 u 2 ae ¥

Piespective curenk §4) Jp/A—


www.etielektroelement.cz
http://www.tcpdf.org

