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EDBM-1

Specifikace

Kod ETI

Popis

Typ uchyceni
Jmenovity proud (A)
Jmenovité AC napéti (V)
Jmenovité DC napéti (V)
Jmenovité izolaéni napéti (V)
Zkratova odolnost (kA)
Vyska (mm)

Sitka (mm)

Hlubka (mm)

Jmenovity prifez (mm?2)
Material téla

Material svorky

Dalsi dokumentace

IS

001102400
EDBM-1
TH 35
160A
1500V
1500V
1500V
12kA
44mm
40mm
80mm
2.5mm2-50mm?
PA6 GF25
MO-58

Online stranka produktu 00

Katalog technickych udaju
3D model

2D File

Eplan file


www.etielektroelement.cz
https://www.etielektroelement.cz/produkty-2/001102400
https://www.etielektroelement.cz/produkty-2/001102400
https://www.etielektroelement.cz/produkty-2/001102400
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/6ed76e7f-91f3-4dd6-bfd5-8db2a1bd913a
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/736c3ae9-6371-4d5c-90b4-17dabd73672e
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/0490d962-7979-4806-8398-7515b03e44cd
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/a3978fb4-fc79-49d4-9564-cbc46d888607

Mezinarodni klasifikace ETIM

Klasifikace

Nazev tfidy

Connectable conductor cross section solid-core
Rated current In

Rated voltage

Number of poles

Number of clamp positions per pole
Mounting method

Material insulation body

Operating temperature

Closing plate required

Colour

(o:ow

EC001284
Single- and multi-pole terminal strip
4..50mm?
160A

1500V

1

9

Other
Thermoplastic
-25..80°C

Ne

Grey
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